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ilker Elektronik sirketinin bugiinkii temelleri

Haluk Aracikan tarafindan 1956 yilinda
atilmistir. Bugiin sirket, oglu ilker Aracikan
tarafindan yénetilmektedir. 25 yili agkin sire-
dir, dinya pazarinin édnemli markalari ile
calismaktadir. ILED, LUMINUS, HI-LED,
ANYLUX, PROLIGHT, JINBO, LUMINIT,
NATIONSTAR ve AEG firmalarinin Tarkiye
distribUtéritklerini yapmaktadir.

LED ve LED aydinlatma konularinda
odaklanmis uzman ve deneyimli bir firmadir.

Tarkiye LED ve LED aydinlatma pazarinin
onde gelen firmalanndandir.

Uluslararasi alanda LED ve LED aydinlatma
ticaretiyle ugrasan en bilyUk Turk sirketlerin-
dendir.

Turkiye pazarinda en buytk musteri port-
féylne sahip firmalardan biridir.

Haluk Aracikan, formed the basis of our compa-
ny in 1956. Today,the company is managed by his
son ilker Aracikan. For more than 25 years,
lker Elektronik has worked with the world
well-known brands. ilker Elektronik has been the
official distributor of ILED, LUMINUS, HI-LED,
ANYLUX, PROLIGHT, JINBO, LUMINIT,
NATIONSTAR, and AEG in Turkey.

Is an experienced and expert company focused
on LED and LED lighting business in Turkey.

Is one of the leading company of the LED and
LED lighting business in Turkey.

Is one of the biggest Turkish company who is in
charge of LED and LED lighting business in the
international arena.

Is one of the company who has the largest cus-
tomer portfolio in Turkey market.



Serit LED | Strip LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Kod | LED/mt | LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage

5000 60 SMD 3528 Kirmizi O |400mA |12 VDC
5001 60 SMD 3528 Sar [ ] |400mA |12 VDC
5002 60 SMD 3528 Mavi [ |[400mA |12 VDC
5003 60 SMD 3528 Yesil £ |[400mA |12 VDC
5004 60 SMD 3528 Soguk Beyaz | | | 400 mA | 12 VDC
5005 60 SMD 3528 Sicak Beyaz [ [400mA |12 VDC

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
4,8 W 90 Im 610-625 nm 120°
4,8 W 60 Im 590-595 nm 120°
4,8 W 70 Im 460-470 nm 120°
4,8 W 230 Im 515-525 nm 120°
4,8 W 346 Im 9000-10000K 120°
4,8 W 336 Im 3000-3500K 120°

2835 SMD 60 LED / Mt. Serit LED i¢ Mekan | 2835 SMD 60 LEDs / M. Strip LED Indoor

Kod LED/mt | LED Tipi Renk Akim Gerilim
Code LED/m LED Type Color Current | Voltage

5007 60 SMD 2835 Soguk Beyaz | | ‘ 1200 mA | 12 VDC
5006 60 SMD 2835 Sicak Beyaz [ 11200 mA |12 VDC

Giic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
14,4 W 1290 Im 7000-7800K 120°
14,4 W 1200 Im 3000-3500K 120°

Tek Cip 60 LED / Mt. Serit LED Dis Mekan | One-Chip 60 LEDs / M. Strip LED Outdoor

Kod | LED/mt | LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage

5010 60 SMD 3528 Kirmizi O |400mA |12 VDC
5011 60 SMD 3528 Sar [ |400mA | 12 VDC
5012 60 SMD 3528 Mavi 0 |400mA |12 VDC
5013 60 SMD 3528 Yesil O |[400mA|12VDC
5014 60 SMD 3528 Soguk Beyaz | | | 400 mA | 12 VDC
5015 60 SMD 3528 Sicak Beyaz [ |400mA|12VDC

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
4,8 W 80 Im 610-625 nm 120°
4,8 W 55 1m 590-595 nm 120°
4,8 W 65 Im 460-470 nm 120°
4,8 W 180 Im 515-525 nm 120°
4,8 W 300 Im 9000-10000 K 120°
4,8 W 265 Im 3000-3500 K 120°

Ozellikler Features

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’10 LED grubu bélunebilir

Degerler 1mt’'ye gére hesaplanmistir
Dayaniklilik ve uzun émr

Dis mekanlar icin IP68 koruma sinffi

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP68

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25° C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

AC DC

01 | HI-LED

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

5000-5007

500

50 (cutting unit)

ig’: Ell.ElIuT % <] HTH %({u Eﬂg‘Fﬁumm

8.0mm

Power Wire FPC SMD LED Resistor

5010-5015

| 500

16.6 50 (cutting unit]
R | SOlcuttingunit) __

g Eo@ 8 Eo0@

10.5 mm
Power Wire FPC SMD LED Resistor
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Serit LED ‘ Strip LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Kod LED/mt| LED Tipi Renk Akim | Gerilim Giic Isik Akisi Dalga Boyu Aci

Code LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle
5130 30 SMD 5050 Kirmizi O |600mA |12 VDC 7,2 W 130 Im 610-625 nm 120°
5131 30 SMD 5050 Sari [ ] |600mA |12 VDC 7,2 W 90 Im 590-595 nm 120°
5132 30 SMD 5050 Mavi 0 |600mA |12 VDC 7,2 W 80 Im 460-470 nm 120°
5133 30 SMD 5050 Yesil 0 |600mA | 12VDC 7,2 W 320 Im 515-525 nm 120°
5134 30 SMD 5050 Soguk Beyaz | | | 600 mA | 12 VDC 7,2 W 480 Im 7000-8000K 120°
5135 30 SMD 5050 Sicak Beyaz | |B800mA |12 VDC 7,2 W 450 Im 3000-3500K 120°

Uc Cip 30 LED / Mt. Serit LED Dis Mekan | Three-Chip 30 LEDs / M. Strip LED Outdoor

Kod |LED/mt LED Tipi Renk Akim | Gerilim Giic Isik Akisi Dalga Boyu Acli m @
Code LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle
5140 30 SMD 5050 Kirmizi O |600mA |12 VDC 7.2 W 120 Im 610-625 nm 120°
5141 30 SMD 5050 Sari [ ] |600mA |12 VDC 7.2W 85 Im 590-595 nm 120°
5142 30 SMD 5050 Mavi 0 |600mA |12 VDC 7.2 W 75 1m 460-470 nm 120°
5143 30 SMD 5050 Yesil O |600mA | 12VDC 7.2W 260 Im 515-525 nm 120°
5144 30 SMD 5050 Soguk Beyaz | | | 600 mA | 12 VDC 7.2W 452 Im 7000-8000 K 120°
5145 30 SMD 5050 Sicak Beyaz [ |600mA |12 VDC 7.2W 435 Im 3000-3500 K 120°

Ozellikler

Features

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’10 LED grubu bélunebilir

Degerler 1mt’'ye gére hesaplanmistir
Dayaniklilik ve uzun émr

Dis mekanlar icin IP68 koruma sinffi

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP68

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

lektronik

E= -E

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

5130-5135

500

33,2 | 100 (cutting unit) |

—i8f B Eo®E % B BoB Rloa] —=—2m

| [ X | -l

10.0 mm

Power Wire FPC SMD LED Resistor

5140-5145

| 500

332 100 (cutting unit
| ( g unit) L

"® w08 § @ oW 808k

| | | 13.0 mm

Power Wire FPC SMD LED Resistor

J—— 4a5mm
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HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Serit LED ‘ Strip LED

IEI'_

| |.r|,II

Uc Cip 60 LED / Mt. Serit LED i¢c Mekan | Three-Chip 60 LEDs /M. Strip LED Indoor

Kod | LED/mt| LED Tipi Renk Akim Gerilim Gii¢ Isik Akisi Dalga Boyu Acli

Code LED/m LED Type Color Current Voltage Power Luminous Flux | Wavelength/CCT | Angle
5100 60 SMD 5050 Kirmizi 0| 1200 mA | 12 VDC 14,4W 250 Im 620-635 nm 120°
5101 60 SMD 5050 Sar [ ]/ 1200 mA | 12 VDC 14,4W 220 Im 590-595 nm 120°
5102 60 SMD 5050 Mavi | 1200 mA |12 VDC 14,4W 170 Im 463-467 nm 120°
5103 60 SMD 5050 Yesil 3 1200 mA | 12 VDC 14,4W 550 Im 515-520 nm 120°
5104 60 SMD 5050 Soguk Beyaz | || 1200 mA | 12 VDC 14,4W 1080 Im 7000-8000 K 120°
5105 60 SMD 5050 Sicak Beyaz [ 1| 1200 mA |12 VDC 14,4W 898 Im 3000-3500 K 120°
5108 60 SMD 5050 Sicak Beyaz [ ]/ 1200 mA | 12 VDC 14,4W 782 Im 2700-3000 K 120°
5106 60 SMD 5050 Naturel Beyaz | || 1200 mA | 12 VDC 14,4W 1040 Im 4000-4500 K 120°

e = B T
== .JEJEJ s e d - Gl

Kod LED/mt| LED Tipi Renk Akim Gerilim Giic Isik Akisi Dalga Boyu Acli
Code LED/m LED Type Color Current Voltage Power Luminous Flux | Wavelength/CCT | Angle
5110 SMD 5050 Kirmizi 0| 1200 mA | 12 VDC 14,4W 220 Im 620-635 nm 120°
5111 60 SMD 5050 Sari [ ]/ 1200 mA | 12 VDC 14,4W 200 Im 590-595 nm 120°
5112 60 SMD 5050 Mavi 3| 1200 mA | 12 VDC 14,4W 150 Im 463-467 nm 120°
5113 60 SMD 5050 Yesil £ 1200 mA | 12 VDC 14,4W 520 Im 515-520 nm 120°
5114 60 SMD 5050 Soguk Beyaz | || 1200 mA | 12 VDC 14,4W 975 Im 7000-8000 K 120°
5115 60 SMD 5050 Sicak Beyaz [ [[1200mA | 12 VDC 14,4W 840 Im 3000-3500 K 120°
5116 60 SMD 5050 Natural Beyaz | || 1200 mA | 12 VDC 14,4W 945 Im 4000-4500 K 120°
Ozellikler Features
Esnek PCB Uzerinde dogrusal isik kaynagi Linear light source on flexible PCB
Her 3’10 LED grubu boltnebilir Every 3 LEDs group can be separated
Degerler 1mt’ye gére hesaplanmistir Parameters are calculated according to 1m
Dayaniklilik ve uzun émur Reliability and long life
Dis mekanlar i¢in IP68 koruma sinifi For outdoor protection class IP68
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~ 40°C
Saklama sicakligi: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
5100-5108
500
16.6 —_—
Power Supply -Cgré:m % . e g . %( 0 . ﬂg 2.2mm
oo IR |

| 500
166
B do@E 3B - 'IJ' %/U' 6.0mm

Power Wire FPC SMD LED Resistor

03 | HI-LED ?I Ker
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Serit LED | Strip LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

RGB Serit LED ic Mekan | RGB Strip LED Indoor

Kod |LED/mt LED Tipi Renk
Code LED/m LED Type Color
5137 30 SMD 5050 RGB qp

5107 60 SMD 5050 RGB

a5

Akim Gerilim
Current Voltage

600 mA |12 VDC
1200 mA | 12 VDC

Giic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
R 610-625 nm

7,2 W 230 Im G 515-525 nm 120°
B 460-470 nm
R 610-625 nm

14,4W 460 Im G 515-525 nm 120°
B 460-470 nm

RGB Serit LED Dis Mekan | RGB Strip LED Outdoor

Kod |LED/mt LED Tipi Renk
Code LED/m LED Type Color
5147 30 SMD 5050 RGB

a5
a5

5117 60 SMD 5050 RGB

Ozellikler

Akim Gerilim
Current Voltage

600 mA |12 VDC
1200 mA | 12 VDC

Features

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
R 610-625 nm

7,2 W 210 Im G 515-525 nm 120°
B 460-470 nm
R 610-625 nm

14,4W 420 Im G 515-525 nm 120°
B 460-470 nm

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’10 LED grubu bélunebilir

Degerler 1mt’'ye gére hesaplanmistir
Dayaniklilik ve uzun émr

Dis mekanlar icin IP68 koruma sinffi

Teknik Ozellikler

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP68

Technical Specifications

Calisma sicakligi : -20°C ~40°C

Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

L. Gii¢ Kaynagi h
O

C
% Kontrol Devresi E
C

?il(er

elektronik

O-0 O O-0 O

Working temperature : -20°C ~40°C

Storage temperature

-25°C~50°C

Teknik Gizim | Technical Drawing

5137-5147

500mm

100 mm (cutting unit)

B3mm
% gesb o B gE éE

B0 g B o B

Power Wire FPC SMD LED

5107-5117

Resistor

500 mm

Indoor ‘Outdoor
| |
ol e

100 mm (cutting unit)

166mm
| —
beel o B

B0 9B o B

Power Wire FPC SMD LED

Resistor

Indoor Outdoor
| |
= [JFL? Incl

120mm 155 mm
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HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Serit LED | Strip LED

Magic Serit LED ic Mekan | Magic Strip LED Indoor

Kod |LED/mt|LED Tipi | Renk Akim | Gerilim Gii¢ Isik Akisi Dalga Boyu Aci oc| [ L] N
Code |LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle M @
R 610-625 nm @
5138 |32 ‘ SMD 5050 | RGB “ 960 mA | 5 VDC 4,8 W 250 Im G 515-525 nm 120°
B 460-470 nm

Magic Serit LED Dis Mekan | Magic Strip LED Outdoor

Kod |LED/mt LED Tipi | Renk Akim | Gerilim Gug Isik Akisi Dalga Boyu Acl soc| [ L M @
Code |LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle — =)
R 610-625 nm
5148 |32 SMD 5050 | RGB w 960 mA | 5 VDC 4,8 W 230 Im G 515-525 nm 120°
B 460-470 nm
Ozellikler Features
Mikroislemci Uzerinden 5050 SMD LED kontrolt 5050 SMD LED control via microprocessor
Devre kullanmadan tek tip animasyon yapabilme Making one type animation without any controller
Kontrol cihaziyla kumanda Uzerinden gesitli animasyonlar Several animations with controller via remote control
Degerler 1mt’ye gére hesaplanmistir Parameters are calculated according to 1m
Dayanikliik ve uzun dmur Reliability and long life
Dis mekanlar igin IP65 koruma sinffi For outdoor protection class IP65
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~ 45°C Working temperature ; -20°C ~45°C
Saklama sicakligr: -40°C ~80°C Storage temperature : -40°C ~80°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
KONTROL DEVRESI
5138
:l PCEV]  POWER SUPPLY | acuoassy T
12v =
. O 3 =i 22mm
© <) - &_1 T
@ o v ol s weocts
(il@ti)
I 5 Pin Wire
5148
5m 5m
LED |- LED

2 Pin Wire
2 Pin Wire

POWER SUPPLY
5V

05 | HI-LED ?' Ker
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Serit LED ‘ Strip LED <Pled

Tek Cip 60 LED / Mt. Serit LED ic Mekan |

Kod LED/mt| LED Tipi Renk Akim Gerilim Giic Isik Akisi Dalga Boyu Aci

Code LED/m LED Type Color Current Voltage Power Luminous Flux | Wavelength/CCT | Angle
5500 60 SMD 3528 Kirmizi 0400 mA 12 VDC 4,8W 70 Im 620-630 nm 120°
5501 60 SMD 3528 Sari [ 11400 mA |12 VDC 4,8W 40 Im 585-595 nm 120°
5502 60 SMD 3528 Mavi | 400 mA 12 VDC 4,8W 55 Im 455-470 nm 120°
5503 60 SMD 3528 Yesil 400 mA | 12VDC 4,8W 200 Im 510-525 nm 120°
5504 60 SMD 3528 Soguk Beyaz | || 400 mA |12 VDC 4,8W 250 Im 6000-6500 K 120°
5505 60 SMD 3528 Sicak Beyaz [ l400mA |12 VDC 4,8W 230 Im 3000-3500 K 120°

e tet
e £ o]
f E CX

Lo o

Kod LED/mt| LED Tipi Renk Akim Gerilim | Giic Isik Akisi Dalga Boyu Acli
Code LED/m LED Type Color Current Voltage Power Luminous Flux | Wavelength/CCT | Angle
5520 60 SMD 3528 Kirmizi 0| 400 mA |12 VDC 4,8W 65 Im 620-630 nm 120°
5521 60 SMD 3528 Sari [ ]/400mA |12 VDC 4,8W 35Im 585-595 nm 120°
5522 60 SMD 3528 Mavi | 400mA | 12VDC 4,8W 48 Im 455-470 nm 120°
5523 60 SMD 3528 Yesil 0 400mA | 12VDC 4,8W 185 Im 510-525 nm 120°
5524 60 SMD 3528 Soguk Beyaz [ || 400 mA |12 VDC 4,8W 210 Im 6000-6500 K 120°
5525 60 SMD 3528 Sicak Beyaz [ |400mA [12VDC 4,8W 200 Im 3000-3500 K 120°
Ozellikler Features
Esnek PCB Uzerinde dogrusal isik kaynagi Linear light source on flexible PCB
Her 3’10 LED grubu boltnebilir Every 3 LEDs group can be separated
Degerler 1Tmt’ye gére hesaplanmistir Parameters are calculated according to 1m
Dayaniklilik ve uzun 6mur Reliability and long life
Dis mekanlar igin IP44 koruma sinifi For outdoor protection class IP44
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~ 40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~ 50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
5500-5505
Iﬁ’l | 50 (cutting unit) .
Power Supply i%l: 4] B o[ % ] o[ %{(U EI:|8 =y 22mm
X iy
; | , 5520-5525
E=] b {(o=p=a(@=] | so0
O o Solutingun)
—EEH T s 5o o] ke
| | X | - -llc,Smrln—|

?i Ker iLED | 06
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Serit LED ‘ Strip LED

Kod LED/mt| LED Tipi Renk Akim Gerilim
Code LED/m LED Type Color Current Voltage

5630 30 SMD 5050 Kirmizi 0| 600mA |12 VDC
5631 30 SMD 5050 Sari [ ]/600mA |12 VDC
5632 30 SMD 5050 Mavi J|600mA | 12VDC
5633 30 SMD 5050 Yesil [ 600 mA | 12VDC
5634 30 SMD 5050 Soguk Beyaz | || 600 mA |12 VDC
5635 30 SMD 5050 Sicak Beyaz [ /600 mA |12 VDC

Giic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
7,2 W 105 Im 610-625 nm 120°
7,2 W 78 1m 590-595 nm 120°
7,2 W 95 Im 460-470 nm 120°
72 W 295 Im 515-525 nm 120°
7,2 W 430 Im 6000-6500 K 120°
7,2 W 415 Im 3000-3500 K 120°

Kod |LED/mt LED Tipi Renk Akim Gerilim
Code LED/m LED Type Color Current Voltage

5650 30 SMD 5050 Kirmizi O/(600mA |12 VDC
5651 30 SMD 5050 Sar [ ]/600mA |12 VDC
5652 30 SMD 5050 Mavi | 600mA |12VDC
5653 30 SMD 5050 Yesil [ |600mA | 12VDC
5654 30 SMD 5050 Soguk Beyaz | || 600 mA | 12 VDC
5655 30 SMD 5050 Sicak Beyaz [ |e00mA [12VDC

Ozellikler

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
7,2 W 100 Im 610-625 nm 120°
7,2 W 70 Im 590-595 nm 120°
7,2 W 90 Im 460-470 nm 120°
7,2 W 270 Im 515-525 nm 120°
7,2 W 380 Im 6000-6500 K 120°
7,2 W 370 Im 3000-3500 K 120°

Features

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’10 LED grubu bélunebilir

Degerler 1mt’'ye gére hesaplanmistir
Dayaniklilik ve uzun émr

Dis mekanlar icin IP44 koruma sinffi

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Teknik Ozellikler Technical Specifications

CGalisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

TEEnE]

07 |iLED

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

5630 - 5635
500

332 , 100 (cutting unit)

—C:Elﬂﬂi%ﬂ ETE%{WFZMM.
X -

10.0mm

Power Wire FPC SMD LED Resistor

5650 - 5655

| 500

100 (cutting unit)

33.2

e — e
—@ B BHod B F BHol Lo E:E] iE.#a.smm
| | | T

Power Wire FPC SMD LED Resistor
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Serit LED ‘ Strip LED

Kod |LED/mt LED Tipi Renk Akim Gerilim
Code LED/m LED Type Color Current Voltage

5600 60 SMD 5050 Kirmizi 0| 1200 mA | 12 VDC
5601 60 SMD 5050 Sar [ 1] 1200 mA |12 VDC
5602 60 SMD 5050 Mavi ]| 1200 mA | 12 VDC
5603 60 SMD 5050 Yesil 3 1200 mA | 12 VDC
5604 60 SMD 5050 Soguk Beyaz | || 1200 mA | 12 VDC
5605 60 SMD 5050 Sicak Beyaz [ [1200mA | 12 VDC
5608 60 SMD 5050 Sicak Beyaz [ [[1200mA | 12 VDC
5606 60 SMD 5050 Natural Beyaz | || 1200 mA | 12 VDC

Giic Isik Akisi Dalga Boyu Aci
Power Luminous Flux | Wavelength/CCT | Angle
14,4 W 260 Im 610-625 nm 120°
14,4 W 240 Im 590-595 nm 120°
14,4 W 205 Im 460-470 nm 120°
14,4 W 585 Im 515-525 nm 120°
14,4 W 845 Im 6000-6500 K 120°
14,4 W 810 Im 3000-3500 K 120°
14,4 W 790 Im 2700-3000 K 120°
14,4 W 830 Im

4000-5000 K 120°

Kod | LED/mt| LED Tipi Renk Akim Gerilim
Code LED/m LED Type Color Current Voltage

5620 60 SMD 5050 Kirmizi 0| 1200 mA | 12 VDC
5621 60 SMD 5050 Sari [ ]/ 1200 mA | 12 VDC
5622 60 SMD 5050 Mavi 3| 1200mA | 12 VDC
5623 60 SMD 5050 Yesil | 1200 mA | 12 VDC
5624 60 SMD 5050 Soguk Beyaz | || 1200 mA | 12 VDC
5625 60 SMD 5050 Sicak Beyaz [ 111200 mA | 12 VDC

Gic Isik Akisi Dalga Boyu Aci | [ L | Ny
Power Luminous Flux | Wavelength/CCT | Angle — M @
14,4W | 230Im 610-625 nm 120°
14,4 W 190 Im 590-595 nm 120°

14,4 W 160 Im 460-470 nm 120°

14,4 W 495 Im 515-525 nm 120°

14,4 W 775 1m 6000-6500 K 120°

14,4 W 730 Im 3000-3500 K 120°

Ozellikler

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’It LED grubu baltnebilir

Degerler 1Tmt’ye gére hesaplanmistir
Dayaniklilik ve uzun 6mur

Dis mekanlar igin IP44 koruma sinffi

Features

Linear light source on flexible PCB

Fvery 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~ 40°C
Saklama sicakligi : -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

I

;
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lektronik

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

5600-5608

500

166 50 (cutting unit)

—] EléélnEl$ g raclnﬂ (o @78
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| 12.2mm
Power Wire FPC SMD LED Resistor

J_—— 2.2mm

5620-5625

| 500

50 (cutting unit)_ l
BoRd P(o H:f] |:|:s.o.nm
| - |—

| | 15.5mm
Power Wire FPC SMD LED Resistor
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Serit LED ‘ Strip LED

RGB Serit LED i¢ Mekan

| RGB Strip LED Indoor

Kod |LED/mt LED Tipi Renk
Code LED/m LED Type Color
5637 30 SMD 5050 RGB

5607 60 SMD 5050 RGB

Akim Gerilim
Current Voltage

600 mA |12 VDC
1200 mA | 12 VDC

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
R 610-625 nm

7,2W 200 Im G 515-525 nm 120°
B 460-470 nm
R 610-625 nm

14,4 W | 420 Im G 515-525 nm 120°
B 460-470 nm

RGB Serit LED Dis Mekan |
Kod | LED/mt| LED Tipi Renk
Code LED/m LED Type Color
5657 30 SMD 5050 RGB

¥
¥

5627 60 SMD 5050 RGB

Ozellikler

RGB Strip LED Outdoor

Akim
Current

Voltage

600 mA

1200 mA

Gerilim

12 VDC

12 VDC

Gic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
R 610-625 nm

7,2 W 185 Im G 515-525 nm 120°
B 460-470 nm
R 610-625 nm

14,4 W 390 Im G 515-525 nm 120°
B 460-470 nm

Features

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’10 LED grubu bélunebilir

Degerler 1mt’'ye gére hesaplanmistir
Dayaniklilik ve uzun émr

Dis mekanlar icin IP44 koruma sinffi

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

L- Gii¢ Kaynagi h
O

C
% Kontrol Devresi E
C

09 |iLED

O-0 O O-0 O

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

5637-5657

30
—
Boob o B
f

500mm.

100 mm (cuttng uni)

Indoor Outdo
| |
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B¢ 9.8 o B
| f f osmm 120mm
Power Wire FPC SMD LED Resistor
5607-5627
so0mm
Indoor Outdoor
16.6 mm 100 mm (cutting unit) I I
220m o

00l o B 8908 o B & "=|_| _'El—

T

| I I 120mm 155mm
PowerWire  FPC SMD LED Resistor
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Serit LED ‘ Strip LED

FPO-LED

Tek Cip 60 LED / Mt. Serit LED ic Mekan |

One-Chip 60 LEDs / M. Strip LED Indoor

Kod LED/mt | LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage

3500-WP-12V | 60 SMD 3528 Kirmizi 0 |400mA |12 VDC
3501-WP-12V | 60 SMD 3528 Sar [ ] |400mA |12 VDC
3502-WP-12V | 60 SMD 3528 Mavi 0 |400mA |12 VDC
3503-WP-12V | 60 SMD 3528 Yesil 0 |400mA | 12VDC
3504-WP-12V | 60 SMD 3528 Soguk Beyaz | | | 400 mA | 12 VDC
3505-WP-12V | 60 SMD 3528 Sicak Beyaz | | 400 mA | 12 VDC
3506-WP-12V | 60 SMD 3528 Pembe 0 | 400mA |12 VDC

Giic Isik Akisi Dalga Boyu Acli

Power Luminous Flux | Wavelength/CCT | Angle
4,8W 70 Im 620-630 nm 120°
4,8W 60 Im 585-595 nm 120°
4,8W 45 |m 455-470 nm 120°
4,8W 150 Im 510-525 nm 120°

4,8W 220 Im
4,8W 190 Im
4,8W 75 Im

6000-6500 K 120°
3000-3500 K 120°
600-615 nm 120°

Kod | LED/mt | LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage
3520-WP-12V | 60 SMD 3528 Kirmizi 400 mA | 12 VDC

35621-WP-12V | 60
35622-WP-12V | 60
35623-WP-12V | 60
3524-WP-12V | 60
3625-WP-12V | 60

SMD 3528 Sari
SMD 3528 Mavi
SMD 3528 Yesil
SMD 3528 Soguk Beyaz [ |
SMD 3528 Sicak Beyaz [ |

400 mA | 12 VDC
400 mA | 12 VDC
400 mA | 12 VDC
400 mA | 12 VDC
400 mA | 12 VDC

oooa

Ozellikler

Gic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
4,8W 65 Im 620-630 nm 120°
4,8W 50 Im 585-595 nm 120°
4,8W 40 Im 455-470 nm 120°
4,8W 130 Im 510-525 nm 120°

4,8W 185 1m
4,8W 170 Im

6000-6500 K 120°
3000-3500 K 120°

Features

Esnek PCB Uzerinde dogrusal isik kaynagdi
Her 3’IU LED grubu bélinebilir

Degerler 1mt’ye gére hesaplanmistir
Dayanikliik ve uzun dmur

Dis mekanlar icin IP44 koruma sinffi

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

3 | 6l 6l 6] [l
el | [¢] @] @] [l

Rl

?il(er

elektronik

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

3500-WP-12V - 3506-WP-12V
500

166 50 (cutting unit)

| 1
QW EWoE R E EBo@ Rloas iE-:“mn
| | Thom
Power Wire FPC SMD LED Resistor

3520-WP-12V - 3525-WP-12V
| 500

50 (cutting unit)

B BolE Bfo rajB:] .E.:lmm

166
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Power Wire FPC SMD LED Resistor
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Serit LED | Strip LED

FPO-LED

Tek Cip 60 LED / Mt. Serit LED i¢c Mekan 24V | One-Chip 60 LEDs / M. Strip LED Indoor 24 \/

Kod | LED/mt | LED Tipi Renk

Code LED/m LED Type Color

3500-WP-24 | 60 SMD 3528 Kirmizi (»]
3502-WP-24 | 60 SMD 3528 Mavi O
3503-WP-24 | 60 SMD 3528 Yesil (#]
3504-WP-24 | 60 SMD 3528 Soguk Beyaz [ |
3505-WP-24 | 60 SMD 3528 Sicak Beyaz O

Akim

Current
200 mA
200 mA
200 mA
200 mA
200 mA

Gerilim

Voltage
24 VDC
24 VDC
24 VDC
24 VDC
24 VDC

Giic Isik Akisi Dalga Boyu Aci

Power Luminous Flux | Wavelength/CCT | Angle
4,8W 70 Im 620-630 nm 120°
4,8W 45 Im 455-470 nm 120°
4,8W 150 Im 510-525 nm 120°
4,8W 260 Im 6000-6500 K 120°
4,8W 230 Im 3000-3500 K 120°

Kod | LED/mt | LED Tipi Renk

Code LED/m LED Type Color

3520-WP-24 | 60 SMD 3528 Kirmizi o
3522-WP-24 | 60 SMD 3528 Mavi o
3523-WP-24 | 60 SMD 3528 Yesil (#]
3524-WP-24 | 60 SMD 3528 Soguk Beyaz | |
3525-WP-24 | 60 SMD 3528 Sicak Beyaz | |

Akim

Current
200 mA
200 mA
200 mA
200 mA
200 mA

Gerilim

Voltage
24 VDC
24 VDC
24 VDC
24 VDC
24 VDC

Gii Isik Akisi Dalga Boyu Aci e N
Povger L§uminous Flux \/\/avg\ength/CCT Afgle @
4,8W 65 Im 620-630 nm 120° @
4,8W 40 Im 455-470 nm 120°

4,8W 130 Im 510-525 nm 120°

4,8W 200 Im 6000-6500 K 120°

4,8W 170 Im 3000-3500 K 120°

Ozellikler Features

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 6'li LED grubu boéltnebilir

Degerler 1mt’ye gére hesaplanmistir
Dayaniklilik ve uzun émur

Dis mekanlar igin IP44 koruma sinifi

Linear light source on flexible PCB

Every 6 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

11 | FiO LED

Working temperature : -20°C ~40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

3500-WP-24V - 3505-WP-24V

500
100 (cutting unit)

| 16.6

[REL |
i B W o E E Eo® Yo B =i—22mm
| | X - -
8.0mm
Power Wire FPC SMD LED Resistor

3520-WP-24V - 3525-WP-24V

500

100 (cutting unit)
16.6 | l
M Wo® ® @ o@ Bfoa] iill—__lmm

! | | o
Power Wire FPC SMD LED Resistor
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Serit LED | Strip LED

Tek Cip 120 LED / Mt. Serit LED ic Mekan | One-Chip 120 LEDs / M. Strip LED Indoor

Kod | LED/mt| LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage

3024-WP-12V| 120 SMD 3528 Soguk Beyaz 800 mA | 12 VDC
3025—WP—12V‘ 120 } SMD 3528 ‘ Sicak Beyaz O ‘ 800 mA ‘ 12 VDC

Tek Cip 120 LED / Mt. Serit LED Dis Mekan

Gii¢ Isik Akisi Dalga Boyu
Power Luminous Flux | Wavelength/CCT
9,6W 350 Im 6000-6500 K
9,6W 320 Im 3000-3500 K

] E3
120° @
120°

| One-Chip 120 LEDs / M. Strip LED Outdoor

Kod | LED/mt| LED Tipi Renk Akim | Gerilim
Code LED/m LED Type Color Current | Voltage

3124—WP—12V‘ 120 } SMD 3528 ‘ Soguk Beyaz || ‘ 800 mA ‘ 12 VDC
3125-WP-12V| 120 SMD 3528 Sicak Beyaz [ |800mA|12VDC

Giic Isik Akisi Dalga Boyu
Power Luminous Flux | Wavelength/CCT
9,6W 330 Im 6000-6500 K
9,6W 290 Im 3000-3500 K

=

Angl
1200 &
120°

Ozellikler

Esnek PCB Uzerinde dogrusal isik kaynagi
Her 3’IU LED grubu béltnebilir

Degerler 1mt’ye gére hesaplanmistir
Dayaniklilik ve uzun é6mur

Dis mekanlar igin P44 koruma sinifi

Teknik Ozellikler

Features

Linear light source on flexible PCB

Every 3 LEDs group can be separated
Parameters are calculated according to 1m
Reliability and long life

For outdoor protection class IP44

Technical Specifications

Calisma sicakligi : -20°C ~40°C
Saklama sicakligi: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

-iu:m:u IL::MCE -iu:m:u

Working temperature : -20°C ~ 40°C
Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

3024-WP-12 - 3025-WP-12

3124-WP-12 - 3125-WP-12

FIOLED |12



Serit LED ‘ Strip LED FPO-LED

Uc Cip 60 LED / Mt. Serit LED i¢ Mekan | Three-Chip 60 LEDs / M. Strip LED Indoor

Kod | LED/mt | LED Tipi Renk Akim Gerilim | Gii¢ Isik Akisi Dalga Boyu Aci
Code LED/m LED Type Color Current \oltage Power Luminous Flux | Wavelength/CCT | Angle
5700-WP-12V | 60 SMD 5050 Kirmizi O |[1200 mA |12 VDC 14,4 W 260 Im 620-630 nm 120°
5701-WP-12V | 60 SMD 5050 Sar [ ] /1200 mA [12VDC |[14,4W |220Im 585-595 nm 120°
5702-WP-12V | 60 SMD 5050 Mavi 0 1200 mA | 12 VDC 14,4 W 180 Im 455-470 nm 120°
5703-WP-12V | 60 SMD 5050 Yesil 0 |[1200mA | 12VDC | 14,4 W 500im 510-525 nm 120°
5704-WP-12V | 60 SMD 5050 Soguk Beyaz [ | |1200mA [12VDC |14,4 W | 800 Im 6000-6500 K 120°
5705-WP-12V | 60 SMD 5050 Sicak Beyaz [ ] |1200mA | 12VDC | 14,4 W 750 Im 3000-3500 K 120°
5706-WP-12V | 60 SMD 5050 Pembe B8 [1200mA | 12VDC |[14,4W [270Im 600-615 nm 120°
620-630 nm
5707-WP-12V | 60 SMD 5050 RGB w 1200 mA | 12VDC | 14,4W |380Im 510-525 nm 120°
455-470 nm

Kod | LED/mt | LED Tipi Renk Akim Gerilim | Gii¢ Isik Akisi Dalga Boyu Acl
Code LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle
5720-WP-12V | 60 SMD 5050 Kirmizi 0 1200 mA| 12 VDC 14,4 W 230 Im 620-630 nm 120°
5721-WP-12V | 60 SMD 5050 Sari [ |1200 mA| 12 VDC 14,4 W 190 Im 585-595 nm 120°
5722-WP-12V | 60 SMD 5050 Mavi [ [1200 mA| 12 VDC 14,4 W 150 Im 455-470 nm 120°
5723-WP-12V | 60 SMD 5050 Yesil 0 |1200mA| 12 VDC 14,4 W 450 Im 510-525 nm 120°
5724-WP-12V | 60 SMD 5050 Soguk Beyaz | | |1200 mA| 12 VDC 14,4 W 780 Im 6000-6500 K 120°
5725-WP-12V | 60 SMD 5050 Sicak Beyaz [ [1200 mA| 12 VDC 14,4 W 700 Im 3000-3500 K 120°
R 620-630 nm
5727-WP-12V | 60 SMD 5050 RGB w 1200 mA| 12 VDC 14,4 W 350 Im G 510-525 nm 120°
B 455-470 nm
Ozellikler Features
Esnek PCB Uzerinde dogrusal isik kaynagi Linear light source on flexible PCB
Her 3’IU LED grubu bélinebilir Every 3 LEDs group can be separated
Degerler 1mt’'ye gére hesaplanmistir Parameters are calculated according to 1m
Dayaniklilik ve uzun émr Reliability and long life
Dis mekanlar igin IP44 koruma sinffi For outdoor protection class P44
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing

5700-WP-12V - 5707-WP-12V
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Power Wire FPC SMD LED Resistor
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Serit LED |Strip LED FPO-LED

Uc Cip 60 LED / Mt. Serit LED i¢c Mekan 24 V | Three-Chip 60 LEDs / M. Strip LED Indoor 24

Kod LED/mt| LED Tipi Renk Akim Gerilim | Gug Isik Akisi Dalga Boyu Acl 1 'V‘ '71
Code LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle =) 2
5704-WP-24V | 60 SMD 5050 Soguk Beyaz [:] 600 mA | 24 VDC 14,4 W | 800 Im 6000-6500 K 120° @
5705-WP-24V | 60 SMD 5050 Sicak Beyaz 600 mA |24 VDC 14,4W | 750 Im 3000-3500 K 120°

Uc Cip 60 LED / Mt. Serit LED Dis Mekan 24V | Three Chip 60 LEDs / M. Strip LED Outdoor 24V

Kod LED/mt| LED Tipi Renk Akim Gerilim | Gii¢ Isik Akisi Dalga Boyu Aci | [ L] Vg
Code LED/m LED Type Color Current | Voltage Power Luminous Flux | Wavelength/CCT | Angle @
5724-WP-24V | 60 SMD 5050 | Soguk Beyaz [ | |600mA |24VDC [14,4W |780Im 6000-6500 K 120°
5725-WP-24V | 60 SMD 5050 Sicak Beyaz [ ] |600mA |24VDC 14,4 W 700 Im 3000-3500 K 120°

Ozellikler Features

Esnek PCB Uzerinde dogrusal isik kaynagdi Linear light source on flexible PCB

Her 6’li LED grubu béltnebilir Every 6 LEDs group can be separated

Degerler 1mt’ye gére hesaplanmistir Parameters are calculated according to 1m

Dayanikliik ve uzun dmur Reliability and long life

Dis mekanlar igin IP44 koruma sinffi For outdoor protection class IP44

Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~ 40°C
Saklama sicakligi: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing

5704-WP-24V - 5705-WP-24V
500
100 (cutting unit)

16.6

|
=—fgf W ®mWoH® @ ®oH BJoBER| =i—um
%

Power Wire FPC SMD LED Resistor

Power Supply

8.0mm

5724-WP-24V - 5725-WP-24V
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100 (cutting unit)
16.6 | l
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Power Wire FPC SMD LED Resistor
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LED Bar | LED Bar

o Qed

SAMSUNG LED

ILED 5630 SMD LED Bar | ILED 5630 SMD LED Bar

Kod |LED/mt|LED Tipi Renk Akim Gerilim Gii¢
Code |LED/m LED Type Color Current | Voltage Power
7204 |72 SMD 5630 Soguk Beyaz [ |[1400 mA | 12 VDC 16,8 W
7205 ’72 SMD 5630 Sicak Beyaz | | ‘ 1400 mA ‘ 12 VDC ‘ 16,8 W

Isik Akisi
Luminous Flux

<[ [
2520 Im ‘ 6000-6500 K ‘ 120° ‘ 990x13x1,2 @

2435 Im

Dalga Boyu
Wavelength/CCT

Aci
Angle

Boyut (mm) [,
Size (mm)

3000-3500 K 120° | 990x13x1,2

SAMSUNG 5630 SMD LED Bar | SAMSUNG 5630 SMD LED Bar

Kod | LED/mt| LED Tipi Renk Akim | Gerilim | Gli¢

Code LED/m LED Type Color Current Voltage | Power
7204-S | 72 SMD 5630 Soguk Beyaz | | | 1500 mA |12 VDC |18 W
7205-S | 72 SMD 5630 Sicak Beyaz [ | | 1500 mA |12 VDC |18 W

Isik Akisi Dalga Boyu Aci | Boyut (mm) [, [L M @
Luminous Flux | Wavelength/CCT | Angle | Size (mm) S
3000 Im 6000-6500 K | 120° |990x13x1,2 £
2750 Im 3000-3500 K 120° | 990x13x1,2

Ozellikler

Aliminyum PCB

Yuksek verimlilik

70%-80% Eneriji tasarrufu
ROHS,EMC,LVD sertifikalari

Kolay kurulum

Renk tonu farkliliklar bulunmaz
Degerler 1mt’ye gére hesaplanmistir

Features

Aluminium PCB

High luminous efficiency

70%-80% energy saving

Certificates: ROHS,EMC,L\VD

Easy installation

Color uniformity

Parameters are calculated according to 1m

Teknik Ozellikler Technical Specifications

AC giris gerilimi: 185~265V / 47~63 Hz
AC giris akimi: Maks. 0.38A@220V

Baglanti Semasi | Connection Diagram

Power Supply

15 [ SAMSUNG - IiLED

AC input voltage: 185~265V / 47~63 Hz
AC input current: Max.0.38A@220V

Teknik Cizim | Technical Drawing

7204-S - 7205-S
7204 - 7205
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Modul LED | Module LED @

LED’li Modiil

SAMSUNG 5630 SMD LED’li Modiil LED | Module LED With SAMSUNG 5630 SMD LED

Kod | LED Adedi | LED Tipi | Renk | Akim | Gerilim | Gii¢ Isik Akisi Dalga Boyu Olcii Lens Modiil Sayisi | Aci
Code | LED Pcs. LED Type | Color Current | Voltage | Power | Luminous Flux | Wavelength/CCT | Size Lens Module Pcs Angle
4634 |3 | SMD 5630 | Soguk Beyaz [ | [100mA[12VDC [1,2W [100-120Im | 10000-11000 K | 15x66x8.3 | | 50 | 160°

= [ [ e €] (€3 [ )

SAMSUNG 2835 SMD LED’li Modul LED | Module LED With SAMSUNG 2835 SMD LED

Kod | LED Adedi | LED Tipi | Renk Akim | Gerilim | Gii¢ Isik Akisi Dalga Boyu Olcii Lens| Modiil Sayisi | Aci

Code | LED Pcs. LED Type Color Current | Voltage | Power | Luminous Flux | Wavelength/CCT | Size Lens | Module Pcs Angle
4694 ‘ 3 SMD 2835 } Soguk Beyaz [ | | 100 mA [12VDC [1,2W | 100-120 Im 9000-10000 K 16x78,4x12| 4 50 165°
4696 |3 SMD 2835 | Natural Beyaz| | | 100 mA |12 VDC |1,2W | 90-110 Im 4000-4500 K 15x78,4x12 50 165°

L= (4] ] D[] () [~ P

Ozellikler Features

Dar acll alanlarda ideal aydinlatma Perfect lighting for narrow angle area
IP67 Koruma sinifi Protection class IP67
Cevre dostu, enerji tasarrufu Energy saving, environment friendly
3M termal bant 3M thermal adhesive tape
Renk tonu farkliliklar bulunmaz Color uniformity
Her LED modul tekli olarak kullanilabilir Every single LED module can be seperated
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
4634
Power Supply <«— 80
AC  DC % T
P koK) d'eo o 1
' |<—15—>|
4694-4696

?' Ker SAMSUNG | 16
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] @ LG Innotek
Modiil LED | Module LED [nnotex

LG Innotek 5251 SMD LED’li Modul LED | Module LED With LG Innotek 5251 SMD LED

Kod | LED Adedi | LED Tipi Renk Akim | Gerilim | Gili¢ |Isik Akisi Dalga Boyu Olcii Lens Modiil Sayisi | Aci

Code | LED Pcs. LED Type Color Current | Voltage | Power |Luminous Flux Wavelength/CCT | Size Lens Module Pcs Angle
4684 |3 SMD 5251 Soguk Beyaz | |[60mA |12 VDC |0,72 W|72 Im 9000-10000 K 15x66x8.3 | |/ 50 160°
4685 |3 SMD 5251 Sicak Beyaz | |60 mA [12VDC |0,72 W |65 Im 3000-3500 K 15x66x8.3 | |/ 50 160°

] (L[] D] [c€] (€3] (] D)

Dar agll alanlarda ideal aydinlatma Perfect lighting for narrow angle area
IP67 Koruma sinifi Protection class IP67
Cevre dostu, eneriji tasarrufu Energy saving, environment friendly
3M termal bant 3M thermal adhesive tape
Renk tonu farkliliklar bulunmaz Color uniformity
Her LED modul tekli olarak kullanilabilir Every single LED module can be seperated
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~40°C
Saklama sicakligi: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
Power Supply
ac bc 4684 - 4685
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Modiil LED ‘ Module LED W Ded

Kore Cip 5050 SMD LED’li Modul LED | Module LED With 5050 Korean Chip SMD LED

Kod | LED Adedi | LED Tipi Renk Akim | Gerilim | Gilic | Isik Akisi Dalga Boyu Olcii Lens | Modiil Sayisi | Aci
Code | LED Pcs. LED Type Color Current | Voltage | Power | Luminous Flux Wavelength/CCT | Size Lens Module Pcs Angle
4610 |3 SMD 5050 Kirmizi O |60mA |12VDC |0,72W | 27,5 Im 620-626 nm 66x15x8.3 | | 50 160°
4611 |3 SMD 5050 Amber [J|60mA [12VDC |0,72W | 30,2 Im 590-595 nm 66x15x8.3 | |/ 50 160°
4612 |3 SMD 5050 Mavi O|/60mA |12VDC |0,72W |9 Im 455-460 nm 66x15x8.3 | |/ 50 160°
4613 |3 SMD 5050 Yesil O |60mA |12VDC |0,72W | 43,5 Im 520-525 nm 66x15x8.3 | |/ 50 160°
4614 | 3 SMD 5050 Soguk Beyaz| ||60mA |12VDC |0,72W | 55 Im 8000- 9000 K 66x15x8.3 | |/ 50 160°
4615 |3 SMD 5050 Sicak Beyaz [ | |60 mA | 12VDC |0,72W | 47 Im 2700- 3000 K 66x15x8.3 | | 50 160°
R 620-625 nm
4617 |3 SMD 5050 RGB @ 60mA |[12VDC |0,72W | 34,7 Im G 520-525 nm 66x15x8.3 | | 50 160°
B 460-465 nm

] (L[] D) [c€] (3] D)

Dar agll alanlarda ideal aydinlatma Perfect lighting for narrow angle area

IP67 Koruma sinifi Protection class IP67

Cevre dostu, eneriji tasarrufu Energy saving, environment friendly

3M termal bant 3M thermal adhesive tape

Renk tonu farkliliklar bulunmaz Color uniformity

Her LED modul tekli olarak kullanilabilir Every single LED module can be seperated

Teknik Ozellikler Technical Specifications

CGalisma sicakligi : -20°C ~40°C Working temperature : -20°C ~ 40°C

Saklama sicakligi: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing

4617

. m D g Kontrol Devresi

4610 - 4617

4610-4615 | "OVerSUPPY
AC [2]o7
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Modiil LED | Module LED ?Ied

5050 SMD LED’li RGB Modiil LED | Module LED RGB With 5050 SMD LED

Kod | LED Adedi | LED Tipi | Renk |Ak|m | Gerilim | Gli¢ | Isik Akisi Dalga Boyu Olcii Lens Modiil Sayisi | Aci

Code | LED Pcs. LED Type Color Current | Voltage | Power | Luminous Flux Wavelength/CCT | Size Lens Module Pcs Angle
R 620-625 nm

4676 |3 SMD 5050 RGB w 60 mA |12 VDC |0,72W | 2200-2800 mcd | G 520-525 nm 15x91x8 | x 20 120°
B 460-465 nm

e [0 (5] [ (][] )

Ozellikler Features
Dar acll alanlarda ideal aydinlatma Perfect lighting for narrow angle area
IP65 Koruma sinifi Protection class IP65
Cevre dostu, eneriji tasarrufu Energy saving, environment friendly
Renk tonu farkliliklar bulunmaz Color uniformity
Her LED modul tekli olarak kullanilabilir Every single LED module can be seperated
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
4676
-‘ %KOMI’N Devresié D =D - D i D =D = D D &0
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Modiil LED | Module LED

Kod

Code
4590
4591

4592
4593
4594
4595

3528 SMD LED’li Moduil LED

LED Adedi | LED Tipi | Renk

L

WWWwwww

ED Pcs. LED Type Color
SMD 3528 | Kirmizi
SMD 3528 | Sari
SMD 3528 | Mavi
SMD 3528 | Yesil
SMD 3528 | Soguk

Akim

Current
20 mA
20 mA
20 mA
20 mA
Beyaz [ | |20 mA

oora

SMD 3528 | Sicak Beyaz [ | |20 mA

Ozellikler

| Module LED With 3528 SMD LED

Gerilim
Voltage
12 VDC
12 VDC
12 VDC
12 VDC
12 VDC
12 VDC

Gii¢

Power
0,24W
0,24W
0,24W
0,24W
0,24W
0,24W

Isik Akisi
Luminous Flux

700 mcd
300 mcd
550 mcd
1700 mcd
2200 mcd
1950 mcd

Features

Dalga Boyu Olcii
Wavelength/CCT | Size
620-625 nm 12x49x5
590-595 nm 12x49x5
460-465 nm 12x49x5
520-525 nm 12x49x5
8000-9000 K 12x49x5
3000-3200 K 12x49x5

Lens
Lens

X

X X X X X

Modiil Sayisi | Aci
Module Pcs Angle

20
20
20
20
20
20

120°
120°
120°
120°
120°
120°

= [0 (5] [ (][] ]

Dar acll alanlarda ideal aydinlatma

IP65 Koruma sinifi

Cevre dostu, eneriji tasarrufu
Renk tonu farkliliklart bulunmaz
Her LED modll tekli olarak kullanilabilir

Teknik Ozellikler

Perfect lighting for narrow angle area
Protection class IP65
Energy saving, environment friendly
Color uniformity
Every single LED module can be seperated

Technical Specifications

Tice

Calisma sicakligi : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C

Baglanti Semasi | Connection Diagram

Power Supply

AC pc
LNO- - ++

P99 :@f
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r

elektronik

Working temperature : -20°C ~40°C
Storage temperature

1 -26°C~50°C

Teknik Gizim | Technical Drawing

4590-4595
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Modiil LED | Module LED ci’led

5050 SMD LED’li Modiil LED | Module LED With 5050 SMD LED

Kod | LED Adedi | LED Tipi | Renk Akim | Gerilim | Gii¢ Isik Akisi Dalga Boyu Olcii Lens Modiil Sayisi | Aci

Code | LED Pcs. LED Type Color Current | Voltage | Power Luminous Flux | Wavelength/CCT | Size Lens Module Pcs Angle
4640 |3 SMD 5050 | Kirmizi O 60mA |12VDC 0,72W | 1700 mcd 620-625 nm 18x65x8 | 20 150°
4641 | 3 SMD 5050 | Sari [1l6omA |12VvDC 0,72W | 600 mcd 590-595 nm 18x65%x8 | 20 150°
4642 | 3 SMD 5050 | Mavi B 60mA |12VDC 0,72W | 1100 mcd 460-465 nm 18x65x8 | 20 150°
4643 | 3 SMD 5050 | Yesil o 60 mA [12VDC |0,72W | 2750 mcd 520-525 nm 18x65%x8 | 20 150°
4644 | 3 SMD 5050 | Soguk Beyaz [ 'leomA |12VvDC 0,72W | 6000 mcd 8000-9000 K 18x65x8 | 20 150°
4645 | 3 SMD 5050 | Sicak Beyaz " lleomA |12VDC 0,72W | 5000 mcd 3000-3200 K 18x65%x8 | 20 150°

= [0 (5] [ (][] )

Ozellikler Features
Isi ydnetimi icin alliminyum PCB Aluminium PCB for thermal management
Dar acili alanlarda ideal aydinlatma Perfect lighting for narrow angle area
IP67 Koruma sinifi Protection class IP67
Cevre dostu, enerji tasarrufu Energy saving, environment friendly
3M termal bant 3M thermal adhesive tape
Renk tonu farkliliklar bulunmaz Color uniformity
Her LED modul tekli olarak kullanilabilir Every single LED module can be seperated
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~40°C Working temperature ; -20°C ~40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~50°C
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
4640-4645
Power Supply D D
AC DG -5 " OZO:\VO: 8,0
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LED’li Modiil

Modiil LED | Module LED OSRAM

Osram LED’li Modil LED | Module LED With Osram LED

Kod | LED Adedi | LED Tipi Renk Akim | Gerilim| Gii¢ | Istk Akisi Dalga Boyu Olcii Lens | Modiil Sayisi| Aci
Code | LED Pcs. LED Type Color Current | Voltage | Power | Luminous Flux | Wavelength/CCT | Size Lens | Module Pcs Angle
4404 | 1 | Osram 1W LED | Soguk Beyaz [ | | 130 mA| 12 VDC | 1,60 W | 100-120 Im  |6000-7000 K | 39x34x7| | 20 | 160°

=] (£ D] [ [c ) (€ [ D)

Isi yonetimi igin aliminyum PCB Aluminium PCB for thermal management

Osram 1 Watt isik kaynagi ile kusursuz isik akisi Osram 1 Watt LED as light source,super luminous flux
Homojen 1sik dagilimi Homogenous light distribution

Lightbox aydinlatmada tek ve c¢ift tarafll olarak kullanilabilir Suitable for ilumination of lightbox, both single & doublesided
Her LED modul tekli olarak kullanilabilir Each LED module can be used single

Dis mekan kullanimi igin su gegirmez, IP65 Waterproof class IP65, ideal for outdoor use

Kolay kurulum ve bakim gerektirmez Quick installation and maintenance free

Isi ydnetimi icin alliminyuma monte edilmelidir Must be mounted to a metal frame for better heat sinking
Maximum 20'li sira halinde kullanilabilir. Maximum 20 modules can be used consecutively

3M termal bant 3M thermal adhesive tape

Calisma sicakligi : -20°C ~40°C Working temperature : -20°C ~40°C

Saklama sicakligi: -25°C ~50°C Storage temperature : -25°C ~50°C

Teknik Cizim | Technical Drawing

4404
———
| P—
92,10 r7.50
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A
Modiil LED | Module LED CREE <
LED’li Modiil

CREE LED’li Modul LED | Module LED With CREE LED

Kod | LED Adedi | LED Tipi Renk Akim | Gerilim | Gii¢ Isik Akisi Dalga Boyu Olcii Lens Modiil Sayisi | Aci
Code | LED Pcs. LED Type Color Current | Voltage | Power | Luminous Flux | Wavelength/CCT | Size Lens Module Pcs Angle
4654 | 1 | CREE 3W LED|Soguk Beyaz| || 230 mA | 12 VDC | 2,76 W | 200 Im | 6350-7000 K | 70x30x15 | |15 | 56°x12°

e [ [ [ [ ] () [ Y

Isi yonetimi igin alliminyum PCB Aluminium PCB for thermal management

CREE 3 Watt isik kaynag ile kusursuz 1sik akisi CREE 3 Watt LED as light source,super luminous flux
Homojen 1sik dagilimi Homogenous light distrubition

Lightbox aydinlatmada tek ve c¢ift tarafll olarak kullanilabilir Suitable for ilumination of lightbox, both single & doublesided
Her LED modul tekli olarak kullanilabilir Fach LED module can be used single

Dis mekan kullanimi igin su gegirmez, IP65 Waterproof class IP65, ideal for outdoor use

Kolay kurulum ve bakim gerektirmez Quick installation and maintenance free

Isi ydnetimi icin altiminyuma monte edilmelidir Must be mounted to a metal frame for better heat sinking
Maximum 15'li sira halinde kullanilabilir Maximum 15 modules can be used consecutively

3M termal bant 3M thermal adhesive tape

Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~ 40°C Working temperature : -20°C ~40°C
Saklama sicakligr: -25°C ~50°C Storage temperature : -25°C ~50°C

Teknik Gizim | Technical Drawing

4654
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Ic Mekan RGB P5 Panel | Indoor RGB P5 Panel ?[ed

Kod | Ebat | Piksel Adedi | HUB | Renk | Gerilim | Akim | Giic | Dalga Boyu | Isik Siddeti | Tarama | Acl
R 620-625 nm DNV 60°
2148 | 320x160x25 mm | 64x32 HUB75B |RGB [AE)|5VDC |6A 30W | G521-524 nm | >1800 nits 1/16scan .
o B 467-470 TR T20
nm
. Ny
i
Epistar cipli SMD 3528 LED SMD 3528 LED with Epistar chip
Sabit akim, yUksek dayanim 6mrU Constant current,more lifetime
En iyi izleme mesafesi 8-20 mt Best viewing distance 8-20m
Calisma sicakligr: -35°C ~ 50°C Working temperature; -35°C ~ 50°C
Yenileme orani:>1000 Refresh rate:>1000
Baglanti Semasi | Connection Diagram Teknik Cizim | Technical Drawing

2148
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Ic Mekan RGB P6 Panel | Indoor RGB P6 Panel ?[ed

RGB P6 Panel ic Mekan | RGB P6 Panel Indoor

Kod | Ebat Piksel Adedi | HUB Renk Gerilim | Akim | Gii¢ | Dalga Boyu Isik Siddeti | Tarama| Aci
Code | Size Pixel Size HUB Color Voltage | Current | Power | Wavelength/CCT | Luminous Flux | Scan Angle
R 620-625 nm DV 60°
2147 | 192x192x25mm | 32x32 HUB75B | RGB 5VDC |3,5A 17,5 W| G 521-524 nm | >1500 nits 1/16scan R
B 467-470 nm ViRl

Epistar cipli SMD 3528 LED SMD 3528 LED with Epistar chip
Sabit akim, yiksek dayanim émrU Constant current,more lifetime
En iyi izleme mesafesi 8-20 mt Best viewing distance 8-20m
Calisma sicakligi: -35°C ~ 50°C Working temperature: -35°C ~ 50°C
Yenileme orani:>1000 Refresh rate:>1000

Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing

2147
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HD Serisi Video Kartlan | HD Series Video Cards

HD A-60X Gonderici - Alici Video Kartlan | HD A-60X Sender - Receiver Video Cards

Kod Gerilim Calistirdigi Piksel |Ses Cikisi Hafiza | Baglanti Calistirdigi Panel Kart Tipi L N Ny
Code Voltage Pixel Qty. Audio Output | Memory | Connection Display Support Controller Type M 'A
S | @
USB 2.0 Tek Renk/Single Color
HD-A601 9-12 VDC 800Wx600H J 2GB HDMI Cift Renk/Double Color | Gonderici/Sender
SD card e
Net-Port
USB 2.0 Tek Renk/Single Color
HD-A602 9-12 VDC 1280Wx720H J 2GB HDMI Cift Renk/Double Color | Gonderici/Sender
SD card RGB
Net-Port
USB 2.0 Tek Renk/Single Color
HD-A603 9-12 VDC 1920Wx1080H J 2GB HDMI Cift Renk/Double Color | Génderici/Sender
SD card RGB
Tek Renk/Single Color
HD-R500 5VDC 256Wx128H X X Net-Port Cift Renk/Double Color | Alici/Receiver
RGB
Ozellikler Features
Senkron ve Asenkron kullanimi destekleme Support Asynchronous and Synchronous using, plug and play
1080p,720p yiksek ¢dzunurlik destegi Support 1080, 720P high definition.
U-disk ve SD kart destegi Support U-disk expanding memory, also SD card expand
Vidyo islemci ile dijital kamera ve televizyon destegi Support digital video camera and digital television with video processor
64 Adede kadar alici karti kaskad calistirabilme Support cascading of 64 pcs of receiver card on same line
Kolay yazilim (HD Player ) Easy software (HD Player )
Teknik Ozellikler Technical Specifications
Gri Seviyesi: 0-65536 Grey Level: 0-65536
Video Formati: AVI, WMV, MP4, 3GP, ASF, Video Format: AVI, WMV, MP4, 3GP, ASF,
MPG, FLV, F4V, MKV, MOV, DAT, VOB, TRP, TS, WEBM, MPG, FLV, F4V, MKV, MOV, DAT, VOB, TRP, TS, WEBM,
AVI, WMV, MP4, 3GP, ASF, MPG, FLV, F4V, MKV, AVI, WMV, MP4, 3GP, ASF, MPG, FLV, F4V, MKV,
MOV, DAT, VOB, TRP, TS, WEBM, etc MOV, DAT, VOB, TRP, TS, WEBM, etc
Resim Formati: BMP, GIF, JPG, JPEG, PNG, Image Format: BMP, GIF, JPG, JPEG, PNG,
GIFPBM,PGM,PPM,XPM,XBM etc. GIF,PBM,PGM,PPM,XPM,XBM etc.
lletisim: 10/100M/1000M RJ45 Ethernet; Communication: 10/100M/1000M RJ45 Ethernet;
3G;Internet;LAN 3G;Internet;LAN
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HD Serisi Video Kartlan

HD Series Video Cards

HD Serisi Video Kontrol Kartlari | HD Series Video Control Cards

Kod Gerilim |CGalistirdigi Piksel| HUB Ses Cikisi Hafiza
Code Voltage Pixel Qty. HUB Audio Output [ Memory
HD-CH 5VDC 384W*128H 2 of 50PIN J 512Mb
HD-C3 5VDC 384W*256H 2 of 50PIN J 512Mb

Baglanti alistirdigi Panel o Ny
glan Gahstrag =) () () [
Connection Display Support
Net-Port Tek Renk/Single Color @
U-disk Cift Renk/Double Color

RGB
Net-Port Tek Renk/Single Color
U-disk Cift Renk/Double Color

RGB

Features

Ozellikler

Video ses cikisini destekler

Video formati: AVI, WMV, MP4, 3GP, ASF, MPG, RMVB, FLV,
F4V, MKV, MOV, DAT, VOB, TRP, TS, WebM, vb

Goruntt formati: BMP, GIF, JPG, JPEG, PNG, GIF, vb

IP ayarina ihtiya¢ duymaz

Kolay yaziim (Yazilm Programi: LedArt)

Supports audio output

Video supported formats: AVI, WMV, MP4, 3GP, ASF, MPG, RMVB,FLV,
F4V, MKV, MOV, DAT, VOB, TRP, TS, WEBM, etc.

Image format : BMP, GIF, JPG, JPEG, PNG, GIF, etc

IP setting is not necessary

Easy software (Software :LedArt)

Teknik Ozellikler Technical Specifications

Gri Olgegi: 0-65536

10/100M eternet baglantisi

100 mt kontrol mesafesi

512mb, U-disk ile arttinlabilir bellek

Giris: 2 pin 5V Power x1, 10/100M RJ45 x1, USB 2.0 x1
Stereo audio x1, 2 x 25pin HUB port x2

27 | HD SERISi

Gray Scale : 0-65536

10/100M Ethernet communication

100m control distance

512mb memory can be expanded via U-disk

Port: 2 pin 5V Power x1, 10/100M RJ45 x1, USB 2.0 x1
Stereo audio x1, 2 x 25pin HUB port x2



HD Serisi HUB Cesitleri

HD Series HUB Types

Ko | Panel Cesidi Satir Sayisi | Giris
HUB-75B-8 RGB(P5-P6) 8xHUB75B 50 Pin
HUB-75-20 RGB(P10) 20xHUB75 50 Pin
HUB-12A-16 Tek Renk 16xHUB12 50 Pin

HD Serisi kartlarla tam uyum
50 Pin HUB giris portu
HUB12, HUB75, HUB75B c¢ikis portlari

Rcer

Kart Cesidi

Card Type
HD-C1/HD-C3/HD-R500
HD-C1/HD-C3/HD-R500
HD-C1/HD-C3/HD-R500

“  Hugrsxg

0 Huidy

Compatible with HD series control cards
Input; 50 pin HUB
Output: HUB12, HUB75, HUB75B

3 R =
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LISTEN Serisi Kontrol Kartlan |LISTEN Series Control Cards

LISTEN Serisi Tek Renk Panel Kontrol Kartlar |

LISTEN Series Controller for Single Color Panels

Kod | Gerilim | Piksel Tek Renk |Piksel Cift Renk | HUB Tek Renk P10Adedi|Ba§Iantl Hafiza | Calistirdigi Panel
Code | Voltage | Pixel Single Color Pixel Double Color | HUB Single Color P10 Pcs. Connection | Memory | Display Support

sa2 | svoo | 205408 250732 2HUB12 |2 USBPport 2B | R Dol soer
Ls-Ut [ 5V0C | Ty 51252 wHUB12 | O USEport | 2MB | it eioDouoi ool
Ls-U8 | 5VDC | Sop15 512128 HUB12 | 250 USBport | 2MB | il rercDoupi oo
8T8 [5V0C | {050 12128 HUB12 | 250 Netbor | 2B | Git Ren/Dotble soer

=) @) K] [0 €9 =)

Program Sayisi: 128 Adet program altinda her program icin 16 alan Program NO: Support 128 program,Each program 16 zones
Uygulama Cesitleri: Yazi/Resim/Animasyon/Saat/Sayici/Sicaklik Applications: Text/Image/Animation/Time/Timer/Temperature
Saat: Dijital saat/Analog saat/ileri sayma/Geri sayma Clock: Digital clock/Analog clock/Countup/Countdown
Sensor: Sicaklik sensorl Sensor: Temperature Sensor

Yazilm: LED Player 6.0 Software: LED Player 6.0

Net-port: 1000Mb/s ve Uzeri baglanti hizi Netport: 1000 Mb/s is a must

Teknik Ozellikler Technical Specifications

Calisma Sicakligi: -25°C  ~ 565°C Working Temperature; -25°C ~ 55°C
Saklama Sicakligi: -40°C  ~ 85°C Storage Temperature; -40°C ~ 85°C
Glc (Max.):1W Power (Max.): TW
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LISTEN Serisi Kontrol Kartlan | LISTEN Series Control Cards

LISTEN Serisi Asenkron&Senkron Calisabilen Video Karti | LISTEN Series Full Color Asynchronous & Synchronous Controller

Kod | Gerilim Piksel Boyutu | HUB Baglanti | Hafiza |Qall§tlrd|§| Panel | Maks. Kaskad Adedi o [ LD D) [ce ot
Code | Voltage Pixel Size HUB Connection | Memory | Display Support Max. Cascading Number @
256256

LS-Q1 ‘ 3.3~5 VDC ‘

510%128 2*50 PIN ’ Net-Port ‘ 1GB ‘ RGB ‘ 65536

Ozellikler Features

Senkron ¢alisabilme 6zelligiyle bilgisayar Gzerinden anlik veri génderimi Synchronous data sending over computer

Bilgisayar ekraninin herhangi bir alanini panele yansitabilme Reflect the computer screen to the panel

Smart ayar 6zelligiyle tum panelleri calistirabilme Scan type:1/2,1/4,1/8,1/16,1/32(any scan type from 1 to 32)
1 GB hafiza sayesinde uzun sUreli video oynatma 1 GB:Playing video for long time

Populer video formatlarini destekleme Can run populer video formats

Kolay yazilim:LEDMPlayer Easy software:LEDMPlayer

Gri dlcegi: 65536 Grey level: 65536

Yenilenme hizi: 16kHz Refresh rate Max.16kHz

Seri frekans: 1MHz~31.25MHz Serial frequency: TMHz~31.25MHz

Baglant tipi: 1Gbit LAN Port Connection type: 1 Gbit LAN Port

Calisma sicakligr: -45°C~85°C Working temperature; -45°C~85°C

LISTEN Serisi TV Sinyali Uyumlu Video Karti | LISTEN Series Full Color Controller(Compatible with TV (AV) Signal)

Kod Gerilim | Piksel Boyutu | Alici Kart Baglanti Hafiza | Calistirdigi Panel | Maks. Kaskad Adedi o] [ L] g
Code Voltage Pixel Size Receiver Card | Connection Memory | Display Support Max. Cascading Number @
RCA connector @
LS-Q3-AV | 12 VDC 1280768 LS-R301A Net-Port 4GB RGB 63
U-Disk
Ozellikler Features
AV ¢ikigl bir cihazi direkt olarak ekrana yansitabilme Connect with AV device
Entegre ses karti, 6W yukseltici Onboard integrated sound card,with 6\W amplifier, the R/L analog audio
MOV,AVI,MP4,DVD,ASFWMV,MKV,RM,RMVB, TS, DAT,MPG,MPEG,VOB MOV,AVI,MP4,DVD,ASFWMV,MKV,RM,RMVB, TS, DAT, MPG,MPEG, VOB
32 GB' a kadar SD kart, USB bellek ve Harddisk destegi Provide SD card port, support Max.32G SD card
Kolay yazilim:LED MediaPlayer Easy software: LED MediaPlayer
Teknik Ozellikler Technical Specifications
Gri 6lcegi: 65536 Grey level: 65536
Yenilenme hizi: 16kHz Refresh rate max.16kHz
Seri frekans: 1MHz~31.25MHz Serial frequency: TMHz~31.25MHz
Calisma sicakligi: -45°C~85°C Working temperature;-45°C~85°C
CPU: A8 Dual-Core 1.2GHZ CPU: A8 Dual-core 1.2GHZ
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Dis Mekan P10 Panel ‘ Outdoor P10 Panel

Tek Renk P10 Panel Dis Mekan | Single Color P10 Panel Outdoor

Kod | Ebat Piksel Boyutu| Renk Gerilim| Akim | Gii¢ | Dalga Boyu Isik Siddeti | Tarama| Aci

Code| Size Pixel Size Color Voltage | Current | Power | Wavelength/CCT | Luminous Flux | Scan Angle

2120 | 320 x160 x25mm | 32x16 Kirmizi @@ |5 VDC | 6A 30W | 620-630 nm 2500 mcd 1/4scan | D/V 60° - Y/H 110°
2121 | 320 x160 x25mm | 32x16 San [ 1|5VDC |55A |27,5W | 585-596 nm 5000 mcd 1/4scan | D/V 60° - Y/H 110°
2122 | 320 x160 x25mm | 32x16 Mavi [3|5VDC |4A 20 W | 467-470 nm 2500 mcd 1/4scan | D/V 60° - Y/H 110°
21283 | 320 x160 x256mm | 32x16 Yesil E3|5VDC |4A 20W | 522-528 nm 9000 mcd 1/4scan | D/V 60° - Y/H 110°
2124 | 320 x160 x25mm | 32x16 Beyaz | ||5VDC |4A 20 W | 6000 K 8500 mcd 1/4scan | D/V 60° - Y/H 110°

= (4] [ (3] () (3 [~ DB

Ozellikler Features

Dis mekan kullanim Outdoor usage

5-100 mt izleme mesafesi
Calisma sicakligi: -20°C ~ 80°C
Parlaklik ayar

Baglanti Semasi | Connection Diagram

EEEEEKE
EEEEEKE
EEEEEKE
EEEEEKE
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5-100m viewing distance
Working temperature: -20°C ~ 80°C
Brighthness adjustment

Teknik Cizim | Technical Drawing
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Dis Mekan RGB P10 Panel | Outdoor RGB P10 Panel ?[ed

RGB P10 Panel Dis Mekan | RGB P10 Panel Outdoor

Kod | Ebat Piksel Boyutul HUB |Renk | Gerilim| Akim | Gii¢ | Dalga Boyu Isik Siddeti | Tarama | Aci
Code | Size Pixel Size HUB Color Voltage | Current | Power | Wavelength/CCT | Luminous Flux | Scan Angle
R 620-625 nm —
2126 | 320x160 mm | 32x16 HUB75 | RGB w 5VDC |7A 35W | G 521-524 nm | 7500 nits 1/4scan Y/H 110°
B 467-470 nm
R 620-625 nm .
2127 | 160x160 mm| 16x16 HUB7S | RGB QY |5VDC |4A  |20W |G521-524nm | 7000 nits 1/4scan | DV 60"
B 467-470 nm Y/H 110
N Ny >
Ozellikler Features
Dis mekan kullanimi Qutdoor usage
5-100 mt en iyi izleme mesafesi 5-100m best viewing distance
Calisma sicakligi: -20°C ~ 80°C Working temperature; -20°C ~ 80°C
Parlaklik ayari Brighthness Adjustment
GUn 1siginda net goérintd Clear display in daylight
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
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+ 4&% + 4&? [ T 14
- !
s S S =
- !
|:|
48 ¥8 ¥8 ¥8
S
I F ER Vg
—F—f

?! Ker iLED | 32



TF Serisi Kontrol Kartlan ‘ TF Series Control Cards N4

USB Girigli Kontrol Kartlan | USB Input Control Cards

Kod Gerilim|Piksel Tek Renk| HUB Tek Renk P10 Adedi| Cift Renk P10 Adedi | RGB P10 Adedi | Baglant Calistirdigi Panel
Code Voltage [|Pixel Single Color | HUB Single Color P10 Pcs Double Color P10 Pcs RGB P10 Pcs Connection Display Support
: Tek Renk/Single Color
TF-S6U |5VDC |1280*16 1X08 40 20 0 U-disk ;
64032 oy 12 Cift Renk/Double Color
76832 2X08 48 i Tek Renk/Single Color
TF-ABU |5 VDG | ag44p4 4x12 24 0 U-disk Cift Renk/Double Color
. Tek Renk/Single Color
TEMU [5VDC | Jooons” 208 s 48 24 e Gift Renk/Double Golor
2015 RGB
Tek Renk/Single Color
2048*64 4X08 RS232 ;
TF-C6UR| 5 VDC 1024*128 8x12 256 128 85 U-disk ggBRenk/Double Color
p 50 Pin Tek Renk/Single Color
TF-D6UR| 5 VDG | 2048764 General | 256 128 85 FEZEZ Gift Renk/Double Color
1024*128 U-disk
Output RGB
. 50 Pin Tek Renk/Single Color
TF-E6U |5 VDC fgg%gg General | 512 256 170 Esff Cift Renk/Double Color
Output “dis RGB

S YR @

Power LED programi ile kontrol etme Control via Power LED software

Harici olarak nem ve sicaklik sensért dahil edilebilme Humidity and temperature sensors can be added externally
Ekrani birden fazla bélime ayirabilme Screen can be divided into multiple sections

Hareketli gif, jpeg ve logo ekleme Animated gif, jpeg and logo can be added

200 Yazi fontu yukleyebilme Up to 200 text font can be added

50 farkl animasyon 50 different animations

Uzaktan kontrol Remote control

Parlaklik ayari Brightness can be adjusted

Baglanti Semasi | Connection Diagram
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TF Serisi Kontrol Kartlari

TF Series Control Cards

Wifi Kontrol Kartlar

| Wifi Control Cards

Kod
Code

TF-SW

TF-SewW

TF-M6W

TF-CeUwW

TF-RMT-01

HUB

1X08
2x12
2X08
4x12

2X08
4x12

4X08
8x12

Gerilim | Piksel Tek Renk | HUB
Voltage | Pixel Single Color
5VDC 51216
25632
5vDC | 1280716
64032
5vDC | 1024732
512*64
5vDC | 2048764
1024*128
5VDC |-

Tek Renk P10 Adedi
Single Color P10 Pcs

16

40

64

256

Cift Renk P10 Adedi | RGB P10 Adedi | Baglanti | Calistirdigi Panel

Double Color P10 Pcs RGB P10 Pcs Connection | Display Support
- Tek Renk/Single Color
8 g Wil Cift Renk/Double Color
- Tek Renk/Single Color
20 0 Wit Cift Renk/Double Color
Tek Renk/Single Color
. Cift Renk/Double Color
32 21 Wifi RGB
Tek Renk/Single Color
. Cift Renk/Double Color
128 85 Wifi RGB
_ = RS232 =

= () 6 9 =

Ozellikler Features

?il(er

elektronik

Wifi baglant ile bilgisayar ve akilli telefondan kontrol edilebilme

Power LED programi ile kontrol etme
Harici olarak nem ve sicaklik sensért dahil edilebilme
Ekrani birden fazla bélime ayirabilme

Hareketli gif, jpeg ve logo ekleme

200 Yazi fontu yUkleyebilme

50 farkl animasyon
Uzaktan kontrol
Parlaklik ayari

Wifi control with computer or smart phone

Control via Power LED software

Humidity and temperature sensors can be added externally
Screen can be divided into multiple sections

Animated gif, jpeg and logo can be added

Up to 200 text font can be added

50 different animations

Remote control

Brightness can be adjusted

Baglanti Semasi | Connection Diagram
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TF Serisi HUB Cesitleri | TF Series HUB Types N4

TF Serisi HUB Cesitleri | TF Series HUB Types

ggge Panel Cesidi | Satir Numarasi | Giris | Kart Cesidi @

Panel Type Line Numbers Input Card Type
HUB-08TO75 RGB 1xHUB75 HUBO08 | TF-C/AU2/MU/MN/C3/C6U
HUB-75RGB004 RGB 4xHUB75 50 Pin | TF-D/DU/EU
HUB-12RG016 iki Renk 16xHUBO8 50 Pin | TF-D3/DU/EU
HUB-12R032 Tek Renk 32XHUB12 50 Pin | TF-DU/EU
Ozellikler Features
TF Serisi kartlarla tam uyum Compatible with TF Series cards
50 Pin HUB Girisi Input: 50 Pin HUB
Tek renk ve RGB panel calistirma RGB and single color displays

35 | TF SERISI ?[ |(er



Dizgi LED - Piksel LED | Point LED - Pixel LED ?[ed

Dizgi LED | Point LED

Kod Renk Akim Gerilim Giic Led Capi Delik Gap1 | Acl aoc| [ L M @
Code Color Current | Voltage Power LED Diameter | Hole Diameter | Angle — 5
7504 |Beyaz [ ] |20mA | 5VDC 01W  [48mm  |9mm | 120° €[~ B

Kullanim Alanlar Application Areas

is merkezleri Reklam panolari Trade centers Advertising signs

Aligveris merkezleri  Trafik yon isaretleri Shopping centers  Traffic direction signs

Plazalar Bina dekorasyonu Plazas Building decoration

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C - 40°C Working temperature : -20°C - 40°C

Saklama sicakligr: -25°C - 50°C Storage temperature : -25°C - 50°C

Piksel LED | Pixel LED

Kod | Renk Tip | Akim | Gerilim | Giig LED Capi Delik Capi Acli e [ L] Nsg”
Code | Color Type Current | Voltage | Power | LED Diameter | Hole Diameter Angle 'A @
7638 | RGB E§1 | Buzlu | Frosted [60mA |5VDC [03W |8 mm 12,6 mm | 25° €

Ozellikler Features

30.000 saatin Uzerinde dmur Operating life over 30,000 hours

Cevre dostu eneriji tasarruflu teknoloji Energy-saving and environment friendly technologies

Dis ortam kullanimr igin uyumluluk (IP65) Compatibility for outdoor (IP65)

Kolay ve distk maliyetli kurulum Fasy and low cost installation

Baglanti Semasi | Connection Diagram
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Piksel LED Kontrol Unitesi | Pixel LED Control Unit ?lEd

Piksel LED Kontrol Unitesi | Pixel LED Control Unit

Kod Calisma Voltaji | Kanal Siirebildigi LED | Kapasite Format Ekran Yenileme Orani | Artirilabilir Baglanti m m
Code Working Voltage Channel | No of LEDs Capacity Format Screen Refresh Rate Cascade Connection =
T-1000 |5-24 VDC 1 1024 256MB-2GB | FAT 30 sn/rpm ‘ J LY
T-2000 |200-220 VAC 3 2048 256MB-2GB | FAT 30 sn/rpm J
T-8000 |5VDC 8 8192 256MB-2GB | FAT 30 sn/rpm J

Ozellikler Features

LED Edit programi ile kontrol Control via LED Edit software

SD hafiza karti ile program yUkleme Software installation with SD memory card

Calisma sicakligi -25°C ~ 85°C Working temperature -25°C ~ 85°C

30fps hizi sayesinde senkron ¢alisma Synchronise through 30fps speed

Baglanti Semasi | Connection Diagram

8 mm

+5VDC -5VDC

CK | Data

-
Black Kirmizi | %edl Beyaz| White ISlxah | Black

Kontrol Unitesi
Control Unit

Kontrol Devresi
Control Unit
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Mantar LED | Strawhat LED

Ded

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Kod

HI-LED Mantar LED

Ebat
Size
4.8 mm
4.8 mm
4.8 mm
4.8 mm
4.8 mm
4.8 mm
4.8 mm

ILED Mantar LED

Renk
Color
Kirmizi
Kirmizi
Sari
Mavi
Yesil
Soguk Beyaz | |
Sicak Beyaz | |

ooroo

Akim
Current

20 mA
20 mA
20 mA
20 mA
20 mA
20 mA
20 mA

HI-LED Strawhat LED

Gerilim Dalga Boyu Isik Siddeti m
Voltage Wavelength/CCT Luminous Flux

Min. Tipik | Maks. Tipik Min. Maks. Aci @

Min. Typical | Max. Typical Min. Max. Angle

1.8VDC| - 2.0VDC | 620-625nm 350 med | 500 med 120°

1.9VDC| - 2.4VDC | 620-630 nm 800 mcd | 1000 mcd 120°

1.8VDC| - 2.2VDC | 585-595 nm 350 med | 800 med 120°

3.0VDC| - 3.4VDC | 464-473 nm 350 med | 800 mcd 120°

3.0VDC| - 3.4VDC | 515-521 nm 2500 med | 3500 mcd 120°

3.0VDC| - 3.4VDC | 7800 K 1600 mcd | 2200 mcd 120°

3.0VDC| - 3.4VDC | 3500 K 1500 mcd | 2000 mcd 120°

| ILED Strawhat LED

B

Kod

Code
3718
3725

Ebat
Size
4.8mm
4.8mm
4.8mm
4.8 mm
4.8 mm

Renk
Color
Kirmizi
Sari
Mavi
Yesil

(4]
]
(]
o
Soguk Beyaz | |

Akim

Current
20 mA
20 mA
20 mA
20 mA
20 mA

Gerilim Dalga Boyu Isik Siddeti m
Voltage Wavelength/CCT Luminous Flux

Min. Tipik Maks. Tipik Min. Maks. Aci

Min. Typical | Max. Typical Min. Max. Angle

1.4VDC|1.8VDC| 2.5 VDC | 620-630 nm 143 med | 214 med 120°

1.4 VDC| - 2.4VDC | 586-590 nm 173 med | 278 med 120°

3.0VDC| - 3.2VDC | 470-475nm 210 med | 300 med 120°

3.2VDC| - 3.4VDC | 515-521 nm 800 mcd | 1000 med 120°

3.2VDC| - 3.4 VDC | 13000-20000K | 1200 mcd | 1400 mcd 120°

Ozellikler

Features

B

Civa,UV ve IR icermez
Uzun émar

Teknik Ozellikler

Mercury free, no UV and IR radiation

Long lifetime

Technical Specifications

Tice

Calisma sicakligi : -30°C ~ 60°C
Saklama sicakligr : -40°C ~ 80°C
Lehim sicakligi : 260°C (5 sn)

Baglanti Semasi | Connection Diagram
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Working temperature: -30°C ~ 60°C
Storage temperature: -40°C ~ 80°C
Soldering temperature: 260°C (5 sec)

Teknik Gizim | Technical Drawing
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Yuvarlak LED ‘ Round LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

HI-LED 3 mm Yuvarlak LED |

HI-LED 3 mm Round LED

Gerilim Dalga Boyu Isik Siddeti M
Voltage Wavelength/CCT Luminous Flux

Kod Ebat Renk Akim Min. Tipik |Maks. Tipik Min. Maks. Aci

Code Size Color Current | Min. Typical [Max. Typical Min. Max. Angle

2726 3 mm Kirmizi 0O | 20mA [1.8VDC|- 2.4VDC| 620-630 nm 1000 mcd | 2000 mcd 15°

2728 3 mm Sari [ |20mA 1.8VDC| - 2.4 VDC 587-595 nm 1000 med | 2000 mcd 156°

2719 3 mm Mavi 0 [20mA |3.0VDC|- 3.4VDC| 465-470 nm 1500 mcd | 2000 mcd 20°

2723 3 mm Yesil 0 [ 20mA [3.0VDC|- 3.4 VDC 515-525 nm 6000 mcd | 10000 med | 20°

2750 3 mm Soguk Beyaz | | | 20mA | 3.0 VDC| - 3.4 VDC 7800 K 5000 mcd | 8000 mcd 30

2721 3 mm Sicak Beyaz [ | [ 20mA [3.0VDCI - 3.4 VDC 3500 K 5000 mcd | 8000 mcd 30°

HI-LED 5 mm Yuvarlak LED | HI-LED 5 mm Round LED

Gerilim Dalga Boyu Isik Siddeti m
Voltage Wavelength/CCT Luminous Flux

Kod Ebat Renk Akim Min. Tipik |Maks. Tipik Min. Maks. Aci

Code Size Color Current | Min. Typical [Max. Typical Min. Max. Angle

2724 5 mm Kirmizi 0O | 20mA [1.8VDC|- 2.4VDC| 620-630 nm 5000 med | 8000 med 15°

2727 5 mm Sari [ ]20mA 1.8VDC| - 2.4 VDC 585-595 nm 4000 med | 8000 med 156°

2708 5 mm Mavi 0 |20mA |3.0VDC| - 3.6 VDC 464-473 nm 4000 med | 8000 mcd 20°

2703 5 mm Yesil 0 | 20mA |3.0VDC]| - 3.6 VDC 515-525 nm 15000 mcd| 25000 med | 20°

2710 5mm Soguk Beyaz [ | | 20mA |3.2VDC| - 3.6 VDC 7000 K 25000 mcd| 35000 med | 20°

2702 5 mm Sicak Beyaz [ | | 20mA |3.0VDC| - 3.6 VDC 3500 K 15000 mcd| 20000 med | 20°

2787 5 mm Kirmizi O | 20mA [1.8VDC| - 3.6 VDC 620-630 nm 2500 med | 3500 med 60°

2786 5 mm Sari [ ]20mA 1.8VDC| - 3.6 VDC 585-595 nm 3000 med | 4000 mcd 60°

2788 5mm Mavi O [20mA |3.0VDC|- 3.6 VDC 464-473 nm 6000 med | 9000 mcd 60°

2789 5 mm Yesil O |20mA | 3.0VDC|- 3.6 VDC 515-525 nm 10000 mcd| 200000 mcd | 60°

2781 5 mm Soguk Beyaz | | | 20mA | 3.0 VDC| - 3.6 VDC| 7000 K 7000 med | 9000 mcd 60°

2720 5 mm Sicak Beyaz | | | 20mA |3.0VDC| - 3.6 VDC 3500 K 5000 mcd | 8000 med 60

I

B¢

Ozellikler

Civa,UV ve IR icermez

Uzun émar

Teknik Ozellikler

Features

Mercury free, no UV and IR radiation
Long lifetime

Technical Specifications

39

Calisma sicakligi : -30°C ~ 60°C
Saklama sicakligi : -40°C ~ 80°C

Lehim sicakligi : 260°C (5 sn)

Baglanti Semasi | Connection Diagram

D
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1D2 D3

R1

HI-LED

R R |

R

A=

Working temperature; -30°C ~ 60°C
Storage temperature; -40°C ~ 80°C
Soldering temperature: 260°C (5 sec)

2726-2750

59

2724-2789

R24.64

Teknik Gizim | Technical Drawing
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Yuvarlak LED ‘ Round LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

HI-LED 8 mm Yuvarlak LED |

Ebat Renk Akim

Size Color Current
8 mm Kirmizi 0 | 20mA
8 mm Sari [ |20mA
8 mm Mavi 0 | 20mA
8mm | Yesil 0 | 20mA
8 mm Soguk Beyaz | | | 20 mA

HI-LED 8 mm Round LED

HI-LED 10 mm Yuvarlak LED

Ebat Renk Akim
Size Color Current
10mm | Kirmizi 0 | 20mA
10 mm | San [ | 20mA
10 mm | Mavi 0 | 20mA
10 mm | Yesil 0 | 20mA
10 mm | Soguk Beyaz | | | 20mA

Gerilim Dalga Boyu Isik Siddeti

Voltage Wavelength/CCT Luminous Flux
Min. | Tipik |Maks. Tipik Min. Maks.
Min. Typical [Max. Typical Min. Max.
1.8VDC| - 2.4VDC| 620-630 nm 2500 med | 3500 mcd
1.8VDC| - 2.4VDC| 587-595 nm 3000 med | 4000 mcd
3.0VDC| - 3.4VDC| 465-470 nm 3000 med | 4000 mcd
3.0VDC| - 3.4VDC| 515-525 nm 20000 mcd| 25000 mcd
3.0VDC| - 3.4VDC| 7800 K 9000 med | 11000 mcd

| HI-LED 10 mm Round LED

Gerilim Dalga Boyu Isik Siddeti

Voltage Wavelength/CCT Luminous Flux
Min. | Tipik |Maks. Tipik Min. Maks.
Min. Typical [Max. Typical Min. Max.
1.8VDC| - 2.4VDC| 620-630 nm 3000 med | 3500 mcd
1.8VDC| - 2.4VDC| 590-595 nm 3000 med | 4000 mcd
3.0VDC| - 3.4VDC| 464-473 nm 6000 mcd | 9000 mcd
3.0VDC| - 3.4VDC| 515-525 nm 20000 mcd| 30000 mcd
3.0VDC| - 3.4VDC| 7800 K 20000 mcd| 35000 mcd

Aci
Angle
25°
25°
30°
25°
25°

Aci
Angle
25°
25°
25°
25°
25°

[

RoHs

S(a)
Y

I

RoHs

S
Y

Ozellikler

Civa,UV ve IR icermez
Uzun émar

Teknik Ozellikler

Features

Mercury free, no UV and IR radiation
Long lifetime

Technical Specifications

Pug

Calisma sicakligi : -30°C ~ 60°C
Saklama sicakligi : -40°C ~ 80°C

Lehim sicakligr : 260°C (5 sn)

Baglanti Semasi | Connection Diagram
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elektronik

L B

Working temperature; -30°C ~ 60°C
Storage temperature: -40°C ~ 80°C
Soldering temperature: 260°C (5 sec)

Teknik Gizim | Technical Drawing
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HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Kesikbas LED | Flat LED ?Ied

HI-LED 3 mm Kesikbag LED | HI-LED 3 mm Flat LED

Gerilim Dalga Boyu Isik Siddeti M '-E
\oltage Wavelength/CCT Luminous Flux @

Kod Ebat Renk Akim Min. Tipik | Maks. Tipik Min. Maks. Acli

Code Size Color Current | Min. Typical | Max. Typical Min. Max. Angle

2730 3 mm Kirmizi 0O | 20mA [1.8VDC|- 2.4VDC | 620-630 nm 150 med | 300 mcd 90°

2734 3 mm Sar [l ]20mA [1.8VDC|- 2.4VDC | 587-595 nm 150 med | 250 med 90°

2731 3 mm Mavi 0 [20mA |3.0VDC|- 3.4VDC | 465-470 nm 250 med | 350 med 90°

2733 3 mm Yesil 0 [ 20mA [3.0VDC|- 3.4VDC | 515-525 nm 750 med | 1200 mcd 90°

2735 3 mm Soguk Beyaz [ | | 20mA |3.0VDC| - 3.4VDC | 7800K 750 med | 1200 mcd 90°

2722 3 mm Sicak Beyaz [ | | 20mA [3.0VDCI - 3.4VDC | 3500 K 800 mecd | 1200 med 90°

HI-LED 5 mm Kesikbag LED | HI-LED 5 mm Flat LED

Gerilim Dalga Boyu Istk Siddeti m m
Voltage Wavelength/CCT Luminous Flux
Kod Ebat Renk Akim Min. Tipik |Maks. Tipik Min. Maks. Aci
Code Size Color Current | Min. Typical [Max. Typical Min. Max. Angle
2715 5 mm Kirmizi O |20mA |[1.8VDC]| - 2.4VDC | 620-630 nm 350 mecd | 500 mcd 90°
2714 5 mm Sar [ ]20mA 1.8VDC| - 2.4 VDC 585-595 nm 350 mecd | 500 mcd 90°
2712 5 mm Mavi 0 |20mA [3.0VDC| - 3.4 VDC 464-473 nm 500 mcd | 800 mcd 90°
2713 5 mm Yesil 00 |20mA |3.0VDC|- 3.4 VDC 515-525 nm 1500 med | 3500 med 90°
2711 5 mm Soguk Beyaz | | | 20mA | 3.0 VDC| - 3.4 VDC 7800 K 1000 mcd | 1500 mcd 90°
2716 5 mm Sicak Beyaz [ | | 20mA |3.0VDC| - 3.4 VDC 3500 K 1000 med | 1500 med 90°
ILED 5 mm Kesikbag LED | [LED 5 mm Flat LED
Gerilim Dalga Boyu Isik Siddeti m m
Voltage Wavelength/CCT Luminous Flux @
Kod Ebat Renk Akim Min. | Tipik |Maks. Tipik Min. Maks. Aci
Code Size Color Current | Min. Typical [Max. Typical Min. Max. Angle
3715 5 mm Kirmizi O |20mA |[1.8VDC]| - 2.4VDC | 620-630 nm 175 med | 200 mcd 90°
3714 5 mm Sar [ |20mA 1.8 VDC| - 2.4 VDC 589-592 nm 250 med | 346 mcd 90°
3712 5 mm Mavi 0 [20mA |3.0VDC|- 3.3 VDC 455-465 nm 625 mecd | 775 mcd 90°
3713 5 mm Yesil 0 [20mA |3.0VDC|- 3.3 VDC 520-530 nm 260 mcd | 300 mcd 90°
3711 5 mm Soguk Beyaz [ | [ 20mA [3.0VDC| - 3.2 VDC 14000-21000 K [ 2183 mcd | 286 mcd 90°
Ozellikler Features
Civa,UV ve IR icermez Mercury free, no UV and IR radiation
Uzun émar Long lifetime
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -30°C ~ 60°C Working temperature; -30°C ~ 60°C
Saklama sicakligr : -40°C ~ 80°C Storage temperature: -40°C ~ 80°C
Lehim sicakligr : 260°C (5 sn) Soldering temperature: 260°C (5 sec)
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
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HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Oval LED | Oval LED

HI-LED 5 mm Oval LED | HI-LED 5 mm Oval LED

Gerilim Dalga Boyu Isik Siddeti cel D D
Voltage Wavelength/CCT Luminous Flux 'A
Kod |Ebat |Renk Akim [Min. |Tipik |Maks. | Tipik Min. Maks. Aci
Code Size Color Current | Min. Typical | Max. Typical Min. Max. Angle
2704 5 mm Kirmizi O |20mA |[1.8VDC]| - 2.4VDC | 620-630 nm 350 mcd | 800 mcd 45°-90°
2742 5mm Sar [ ] |20mA |1.8VDC|- 2.4VDC | 587-595 nm 500 mecd | 800 mcd 45°-90°
2706 5 mm Mavi 0 [20mA |3.0VDC|- 3.4VDC | 464-475nm 1500 mcd | 2500 mcd 45°-90°
2705 5mm Yesil 00 |20mA |3.0VDC|- 3.4VDC | 515-525 nm 5000 mcd | 8000 mcd 45°-90°
2740 5 mm Soguk Beyaz [ | | 20mA |3.0VDC| - 3.4VDC | 7800K 4000 mcd | 6000 mcd 45°-90°
2741 5 mm Sicak Beyaz [ | | 20mA [3.0VDCI - 3.4VDC | 3500 K 4000 mcd | 6000 med 45°-90°
Ozellikler Features
Civa,UV ve IR icermez Mercury free, no UV and IR radiation
Uzun émar Long lifetime
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -30°C ~ 60°C Working temperature: -30°C ~ 60°C
Saklama sicakligi : -40°C ~ 80°C Storage temperature: -40°C ~ 80°C
Lehim sicakligi : 260°C (5 sn) Soldering temperature: 260°C (5 sec)
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
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Flux LED | Flux LED

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

HI-LED Flux LED |

HI-LED Flux LED

Gerilim Dalga Boyu Isik Siddeti m m
Voltage Wavelength/CCT Luminous Flux @

Kod Ebat Renk Akim Min. Tipik Maks. Tipik Tipik Aci

Code Size Color Current | Min. Typical | Max. Typical Typical Angle

1000 5 mm Kirmizi O |20mA |- 2.2VDC| - 630 nm 350 mcd 80°

1001 5 mm Sar [l ]20mA |- 2.2VDC | 2.4VDC 595 nm 500 mcd 80°

1002 5 mm Mavi 0O |20mA |- 3.2VDC | 3.4 VDC 470 nm 1500 mcd 70°

1003 5 mm Yesil 0 20mA |- 3.2VDC | 3.4 VDC 520 nm 5000 mcd 70°

1004 5 mm Soguk Beyaz [ | | 20mA |3.0VDC|3.2VDC | 3.4 VDC 6500 K 4000 mcd 70°

1005 5 mm Sicak Beyaz [ | | 20mA [3.0VDC|3.2VDC| 3.4 VDC 3500 K 4000 mcd 70°

Ozellikler Features

Civa, UV ve IR icermez
Uzun émar

Teknik Ozellikler

Mercury free, no UV and IR radiation
Long lifetime

Technical Specifications

Calisma sicakligi : -30°C ~ 60°C
Saklama sicakligr : -40°C ~ 80°C
Lehim sicakligi : 260°C (5 sn)

Baglanti Semasi | Connection Diagram
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43 | HI-LED

Working temperature: -30°C ~ 60°C
Storage temperature: -40°C ~ 80°C
Soldering temperature: 260°C (5 sec)

Teknik Cizim | Technical Drawing
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NATIONSTAR

SMD LED ‘ SMD LED

3528 SMD LED | 3528 SMD LED

Akim Gerilim Dalga Boyu Isik Siddeti ¢ @
Current Voltage Wavelength/CCT Luminous Flux @
Kod Ebat Renk Tipik Maks. | Min. Tipik Maks. |Tipik Min. Maks. Aci -
Code Size Color Typical Max. Min. Typical Max. Typical Min. Max. Angle
4005 3528 Kirmizi O |20mA 25mA |1.6VDC|2.0VDC| 2.6 VDC |615-630 nm 590 med | 850 med 110°
4006 3528 Sari [ |20mA 25mA | 1.6 VDC |2.0VDC | 2.6 VDC |585-596 nm 500 med | 900 mcd 110°
4004 3528 Mavi 0 [20mA 25mA 2.6 VDC|3.2VDC | 3.6 VDC |463-472 nm 330 med | 600 mcd 110°
4003 3528 Yesil 0 [20mA 25mA |2.6VDC|3.2VDC | 3.6 VDC|515-535 nm 900 med | 1800 med | 110°
4002-N | 3528 Soguk Beyaz| | | 20 mA 25mA |3.0VDC |3.3VDC | 3.6 VDC |5500-6500 K 3000 mcd | 4000 mcd | 120 °
4002-1 | 3528 Soguk Beyaz| | | 20 mA 25mA |2.8VDC|3.2VDC | 3.6 VDC |7200-8500 K 2400 mcd | 3300 mcd | 120 °
4001-N | 3528 Sicak Beyaz | |20 mA 25mA |2.8VDC|3.2VDC | 3.6 VDC |2800-3200 K 2700 mcd | 3600 mcd | 120 °

3014 SMD LED | 3014 SMD LED

AKim Gerilim Dalga Boyu Isik Siddeti M 'A
Current Voltage Wavelength/CCT Luminous Flux @
Kod | Ebat | Renk Tipik | Maks. | Min. Tipik Maks. Tipik Min. Maks. Aci
Code Size | Color Typical | Max. Min. Typical Max. Typical Min. Max. Angle
4012 3014 | Soguk Beyaz | | |30mA |[35mA |3.0VDC|3.3VDC |3.6VDC |5500-6500 K |3600 mcd|4800 mcd |110°
4011 3014 |Sicak Beyaz [ |[30mA |35mA |3.0VDC|3.3VDC |3.6VDC |2800-3200 K |3600 mcd| 4800 mecd | 110°
4010 3014 | Natural Beyaz | | [30mA |[35mA |3.0VDC|3.3VDC |3.6 VDC |3700-4200 K |4000 mcd| 4800 med | 110°

Ozellikler Features

Yiksek isik akisi
Dusuk glc kaybi
Dayanikliik ve uzun émur

High luminous intensity
Minimum power loss
Reliability and long life

Teknik Ozellikler

Technical Specifications

Calisma sicakligi : -30°C ~ 85°C
Saklama sicakligi : -40°C ~ 100°C
Ters gerilim dayanimi: 5V

Working temperature: -30°C ~ 85°C
Storage temperature: -40°C ~ 100°C
Reverse voltage:5 V

Teknik Gizim | Technical Drawing
4010 - 4012

N

4001 - 4002
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SMD LED ‘ SMD LED @E)‘l’:lﬂ

NATIONSTAR

5050 SMD LED | 5050 SMD LED

Akim Gerilim Dalga Boyu Isik Siddeti S N

Current Voltage Wavelength/CCT Luminous Flux M 'A
Kod Ebat | Renk Tipik | Maks.| Min. Tipik | Maks. Tipik Min. Maks. Aci @
Code Size Color Typical | Max. Min. Typical | Max. Typical Min. Max. Angle

4055 5050 | Kirmizi
4056 5050 | Sari
4054 5050 | Mavi
4053 5050 | Yesil

60mA |75 mA [ 1.6 VDC|2.0VDC|2.6 VDC | 615-630 nm 1800 mcd 2700 mcd 110°
60mA |75 mA |1.8VDC|2.2VDC | 2.6 VDC | 585-596 nm 1800 mcd 3300 mcd 110°
60mA |75 mA | 2.6 VDC|3.2VDC |3.6 VDC | 465-480 nm 900 mcd 1800 mcd 110°
60mA |75 mA |2.8VDC|3.2VDC | 3.6 VDC | 520-535 nm 2700 med 5000 mcd 110°
4050-N | 5050 | Soguk Beyaz 60mA |75 mA | 2.8VDC|3.2VDC | 3.6 VDC | 6000-6500 K |8500 mcd 11200 med | 110°
4051-N | 5050 | Sicak Beyaz 60mA |75 mA | 2.8VDC|3.2VDC | 3.6 VDC | 2800-3200 K | 7700 mcd 12000 med | 110°
4062 5050 | Natural Beyaz[ | |60 mA |75 mA |3.0VDC|3.2VDC|3.6 VDC | 3700-4200 K | 7700 mcd 10200 med | 110°

Jhaaoa

Ozellikler Features

YUksek 1sik akisi High luminous intensity
Dusuk guc kaybi Minimum power loss
Dayanikliik ve uzun émur Reliability and long life

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -30°C ~ 85°C Working temperature: -30°C ~ 85°C
Saklama sicakligi : -40°C ~ 100°C Storage temperature: -40°C ~ 100°C
Ters gerilim dayanimi: 5V Reverse voltage:5 V

Teknik Cizim | Technical Drawing
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SMD LED ‘ SMD LED @E)‘l’:lﬂ

NATIONSTAR

2835 SMD LED | 2835 SMD LED

Akim Gerilim Dalga Boyu Isik Siddeti cel ] e
Current Voltage Wavelength/CCT Luminous Flux 'A
Kod Ebat | Renk Tipik | Maks.| Min. Tipik Maks. Tipik Min. Maks. Aci
Code Size Color Typical | Max. Min. Typical | Max. Typical Min. Max. Angle
4064 2835 | Soguk Beyaz | ||[60mA |75 mA [2.9VDC|3.2VDC|3.3VDC| 6000-6500 K 24 Im 27 Im 120 °
4064-1 | 2835 | Soguk Beyaz [ |60 mA |75mA |2.9VDC|3.2VDC|3.3VDC| 8500-10000 K 26 Im 28 Im 120 °
4064-2 | 2835 | Soguk Beyaz | | |60 mA |75 mA |2.9VDC|3.2VDC|3.3VDC| 7200-8500 K 251m 27 Im 120 °
4068 2835 | Soguk Beyaz [ | |60 mA |75 mA |2.9VDC|3.2VDC|3.3VDC 5840-6650 K 24 1m 27 Im 120 °
4065 2835 | Sicak Beyaz 60mA |75 mA [2.9VDC|3.2VDC|3.3VDC| 3000-3500 K 19 Im 23 Im 120 °
4065-1 | 2835 | Sicak Beyaz 60mA | 75mA |2.9VDC|3.2VDC|3.3VDC| 2800-3050 K 18 Im 22 1Im 120 °
4066 2835 | Natural Beyaz | | [60 mA |75 mA [2.9VDC|3.2VDC|3.3VDC| 4000-4500 K 21 Im 251m 120 °
4066-1 | 2835 | NaturalBeyaz [ | |60 mA |75 mA |2.9VDC|3.2VDC| 3.3VDC| 3800-4200 K 20 Im 24 Im 120 °
Ozellikler Features
YUksek 1sik akisi High luminous intensity
Dustk gug kaybi Minimum power loss
Dayaniklilik ve uzun 6mur Reliability and long life
Teknik Ozellikler Technical Specifications
Calisma sicakligr : -30°C ~ 85°C Working temperature: -30°C~ 85°C
Saklama sicakligi : -40°C ~ 100°C Storage temperature: -40°C ~ 100°C
Ters gerilim dayanimi: 5V Reverse voltage:5 V

Teknik Cizim | Technical Drawing

4064 - 4068
3.5 0,94 2.08 2.7
] ] 1 [ ™
7 I 17 gl
D
o0 J
5 Y S
2 / / 1 1
\
3.2

?' Ker NATIONSTAR |46

elektronik



Power LED ‘ Power LED

Technology Corporation

1W Power LED | 1W Power LED
Kod | Tip Renk Gerilim | Akim Gilic | Dalga Boyu Isik Akisi Olci Acli 'V‘ '71
Code | Type Color Voltage Current Power | Wavelength/CCT | Luminous Flux | Size Angle ZANYVASN
9100 | Power LED | Kirmizi O |2.2VDC | 350 mA W 613,5-631 nm 52 Im 14.2X7.26 | 130° @
9101 | Power LED | Amber [ |2.2VDC | 350 mA W 587-597 nm 57 Im 14.2X7.26 | 130°
9102 | Power LED | Mavi [ [3.4VDC | 350 mA W 455-475 nm 24 Im 14.2X7.26 | 130°
9103 | Power LED | Yesil [ |3.4VvDC | 350 mA W 515-535 nm 95 Im 14.2X7.26 | 130°
9104 | Power LED | Soguk Beyaz | | |3.3VDC |350 mA W 4100-10000 K | 140 Im 14.2X7.26 | 130°
9105 | Power LED |Sicak Beyaz | = |3.3VDC | 350 mA W 2700-4100 K 134 Im 14.2X7.26 | 130°
3W Power LED | 3W Power LED
. N
Kod | Tip Renk Gerilim | Akim | Giic | Dalga Boyu Isik Akisi Olcii Aci M @
Code | Type Color Voltage | Current | Power | Wavelength/CCT | Luminous Flux | Size Angle
9114 | Power LED | Soguk Beyaz | | |3.6 VDC | 700 mA |3W 4100-10000 K 245 Im 14.2X7.26 | 130°
9115 | Power LED | Sicak Beyaz | | [3.6 VDC | 700 mA | 3W 2700-4100 K 2351m 14.2X7.26 | 130°
2.2 VDC R 613,5-631 nm |52 Im
9117 | Power LED | RGB QP 34vDCc [350mA |3W |G 515-535nm | 95Im 14.2X7.26 | 130°
3.4 VDC B 455-475 nm 24 Im
Ozellikler Features
Yuksek 1sik akisl High luminous intensity
Enkandesan ve halojen lambalara gore yuksek verimlilik More energy efficient than incandescent and halogen lamps
Dustk gt kaybi Low power dissipation
Ustlin ESD koruma Superior ESD protection
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -40°C ~ 105°C Working temperature: -40°C ~ 105°C
Saklama sicakligi : -40°C ~ 120°C Storage temperature: -40°C ~ 120°C
Lehim sicakligi : 260°C 20sn Soldering temperature: 260°C 20sec
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
9100-9117
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Power LED \4/ ~
350mA ¢
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i:fi = 'zl]b :d Anode
14.2 Body
Circuit Diagram (W,WW.,G,C,B,D.L> Circuit Diagram (R,AE>
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Lens ‘ Lens

HI - LED IND. LTD.

—1SO 9002 CERTIFIED —

Power LED Lens |

Kod | Tip

Code Type

7000 Tekli | Single
7001 TekKli | Single
7002 Tekli | Single
7013 Tekli | Single
7014 Tekli | Single

7000-W Tekli | Single
7001-W Tekli | Single
7002-W Tekli | Single
7013-W Tekli | Single
7014-W Tekli | Single

Montaj

Fitting

Gecme | Slip on
Gecme | Slip on
Gecme | Slip on
Gecme | Slip on
Gecme | Slip on
Gecme | Slip on
Gegme | Slip on
Gecme | Slip on
Gegme | Slip on
Gecgme | Slip on

Power LED Lens

Kasa Rengi

Case Color

Siyah | Black
Siyah | Black
Siyah | Black
Siyah | Black
Siyah | Black
Beyaz | White
Beyaz | White
Beyaz | White
Beyaz | White
Beyaz | White

Cap Acli
Diameter |Angle
® 21,6 8°
® 21,6 16°
® 21,6 30°
® 21,6 45°
® 21,6 60°
® 21,6 8°
® 21,6 16°
® 21,6 30°
® 21,6 45°
® 21,6 60°

2 ) B =

Ozellikler

Power LED ile kullanilabilir
Genis aci secenegi
Calisma sicakligi: -30°C ~ 80°C

?il(er

elektronik

Teknik Gizim | Technical Drawing

7000-7014-W

#08.1+0.1

Features

Used with Power LED
Wide angle range option
Working temperature;-30°C ~ 80°C

*14.5+02

L

(A)9145+0.2

*21.6 0.2

(B)$21.6 +0.2
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LED Kontrol Unitesi | LFD Control Unit ?led

RF Kumandali Dokunmatik LED Kontrol Unitesi | RF Remote Touch LED Strip Control Unit

O=0 O O=0 O

o « 50 L O

Kod Gerilim |Kanal Renk Modu |Cikis Giicii | Kontrol Mesafesi | Radyo Frekansi | Kontrol Modu 1 M @
Code Voltage Channel Color Mode Output Power | Control Distance Radio Frequency Control Mode =) 2
TOUCH-RGB 12-24 VDC | 10AX3CH (Imax=30A) | 18 mod 360W/720W >20m 433Mhz PWM
TOUCH-RGB-C | 12-24 VDC | 10AX3CH (Imax=30A) | 18 mod 360W/720W >20m 433Mhz PWM (CODED)
TOUCH-DIM 12-24 VDC | 10AX3CH (Imax=30A) | 1 mod 360W/720W >20m 433Mhz PWM
TOUCH-DIM-C | 12-24 VDC | 10AX3CH (Imax=30A) | 1 mod 360W/720W >20m 433Mhz PWM (CODED)
Ozellikler Features
Dokunmatik kumanda ile 18 farkli renk modu 18 different color mode with touch remote control
Her kanalda 256 adim renk kademesi 256 different gray steps per channel
Calisma gerilimi DC 12/24 V Working voltage DC 12/24 V
Calisma sicakligi -30°C ~ 60°C Working temperature -30°C ~ 60°C
Her cihaz icin farkll kumanda kodlamasi Coded remote control signal for each modules
Baglanti Semasi | Connection Diagram Teknik Gizim | Technical Drawing
- 83 mm .
@OO o« TR _sssmm
o _ Yoo
L Kontrol Devresi % O £ c
= +DC [c= 3 €
] i o 2] c =Q=====sn O 9) 2
-DC o] —{5-8 55— 5| O 2
O=0 0O O=0 0O O

33 mm
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LED Kontrol Unitesi | LED Control Unit ?led

RF Kumandali Dimmer LED Kontrol Unitesi | RF Remote Dimmer LED Control Unit

Kod Gerilim Kanal Renk Modu |Cikis Giicii Kontrol Mesafesi | Dim Kontrol Modu L M '71
Code \oltage Channel | Color Mode Output Power Control Distance Dim Control Mode =) 2 N
K.DEVD | 5-24VDC | 5A |7 Mod | 144W-288W | >15m | J | PWM @

RGB IR Kumandali LED Kontrol Unitesi | RGB IR Remote LED Control Unit

Kod Gerilim Kanal Renk Modu |Cikis Giicii Kontrol Mesafesi | Dim Kontrol Modu 'V‘ '71
Code Voltage Channel Color Mode Output Power Control Distance Dim Control Mode =) 2 A
K.DEV | 7-24 VDC | 10Ax3CH (Imax=30A) | 7 Mod 210W-720W >10m J PWM @
K.DEVM | 12-24 VDC | 2Ax3CH (Imax=6A) 7 Mod 72W-144W >8 m J PWM
Ozellikler Features
Uzaktan kumanda ile kolay kullanim Easy use with remote controller
Farkl animasyonlar Different types of animations
Kolay kurulum Easy handling
Teknik Ozellikler Technical Specifications
Calisma sicakligi : -20°C ~ 40°C Working temperature : -20°C ~ 40°C
Saklama sicakligr: -25°C ~ 50°C Storage temperature : -25°C ~ 50°C
Baglanti Semasi | Connection Diagram
e G
Glg K g .
' O Kontrol Devresi |2
R9) O _
o [[5=0 o o=-o o] |
—] [O-0 o0 o= o] |
—
[E=0 o o-o o] |
—] [O-0 o0 o= o] |
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LED Giic Yukseltici | LED Amplifier (Repeater) ?[ed

LED Giic¢ Yukseltici | LED Amplifier ( Repeater)

Kod Gerilim Kanal Renk Modu ikis Giicii Ebat 110« Ny
Code Voltage Channel Color Mode gutpgu’t Power | Size
Repeater 12-24 VDC | 10Ax3CH 30 A Max. 3 360W 72X79x33 @
Repeater1 5-24 VDC 12A 1 288W 33x12x5
Repeater2 5-24 VDC 4Ax3CH 12A 3 288W 33x12x5

Ozellikler Features

Uzaktan kumanda ile kolay kullanim Easy use with remote controller
Farkl animasyonlar Different types of animations

Kolay kurulum Easy handling

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~ 40°C Working temperature : -20°C ~ 40°C
Saklama sicakligi: -25°C ~ 50°C Storage temperature : -25°C ~ 50°C

Baglanti Semasi | Connection Diagram
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g Kontrol Devresi
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Magic Serit LED Kontrol Devresi | Magic Strip LED Control Unit ?lEd

Magic Serit LED Kontrol Devresi | Magic LED Strip Control Unit

Kod | Gerilim |Kanal Renk Modu Kontrol Mesafesi |Agirlik Ebat oe| [ L M @
Code Voltage Channel Color Mode Control Distance Weight Size — 52
Magicdevre | 12VDC | 2x5 pin | 7 Mod | >20m | 2649 | 90X60X25 @

Magic Serit LED Guc Yukseltici (Tekrarlayict) | Magic Strip LED Power Amplifier (Repeater)

Kod Gerilim Kanal |Baglanti Modu Ebat Loc| [ L] Ny
Code Voltage Channel | Connection Mode Size — M @
Magicrepeater | 5 VDC | 8x5 pin | Ortak Mod | 110X45x22

Ozellikler Features

84 adet program secimi 84 programs to select

Hafiza fonksiyonu Memory function

128x128x128 renk kademesi 128x128x128 grayscale

Calisma sicakligi:-20°C ~ 60°C Working temperature : -20°C ~ 60°C

Sinyal yUkseltici kullanarak mesafe ylkseltme Increase range by using signal amplifier

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~ 40°C Working temperature : -20°C~ 40°C

Saklama sicakligr: -25°C ~ 50°C Storage temperature : -25°C~ 50°C

Baglanti Semasi | Connection Diagram

KONTROL DEVRESi

:l =24 POWER SUPPLY [T acioaesy
e o 12V
© e
&%
(2
I 5 Pin Wire
1< 5m ol 5m
5 Pin Wire
LED LED
.
.l
DC5V DC5V

2 Pin Wire
2 Pin Wire

POWER SUPPLY
5V
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Gic Kaynagi ‘ Power Supply

Ded

Metal Kasa Gili¢ Kaynagi |

Metal Case Power Supply

Kod Kasa Gerilim 1P Cikis Gerilimi Akim Gii¢ Ebat
Code Case Voltage P Output Voltage Current Power Size
5V5A Metal 110-220 VAC IP20 5VDC 50A 25 W 58x85x38
5V10A Metal 110-220 VAC IP20 5VDC 10,0 A 50 W 110x78x38
5V20A Metal 110-220 VAC IP20 5VDC 20,0 A 100 W 199x98x38
5V30A Metal 110-220 VAC IP20 5VDC 30,0 A 150 W 184x98x43
12V3A Metal 110-220 VAC IP20 12 VDC 3,0A 36 W 85x58x38
12V5A Metal 110-220 VAC P20 12 VDC 50A 60 W 110x78x38
12V8.5A | Metal 110-220 VAC IP20 12 VDC 8,5 A 102 W 199x98x38
12V12.5A | Metal 110-220 VAC IP20 12 VDC 12,56 A 150 W 199x98x38
12V16.5A | Metal 110-220 VAC IP20 12 VDC 16,5 A 198 W 199x98x38
12V20A Metal 110-220 VAC IP20 12 VDC 20,0 A 240 W 199x109x49
12V29A Metal 110-220 VAC IP20 12 VDC 29,0 A 348 W 199x98x38
12V40A Metal 110-220 VAC 1P20 12 VDC 40,0 A 480 W 250x125x65
Metal Kasa Ince Gug¢ Kaynagl | Metal Case Slim Power Supply
Kod Kasa Gerilim IP Cikis Gerilimi Akim Giic Ebat
Code Case Voltage P Qutput Voltage Current Power Size
S-5V40A | Metal (ince) | 110-220 VAC IP20 5VDC 40,0 A 200 W 194x83x30
S-5V60A ‘ Metal (ince) | 110-220 VAC } IP20 ‘ 5VDC ‘ 60,0 A ’300 W ‘ 206x83x30

3
<
2

e
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E
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N

Ozellikler

ince tasarim

Sabit gerilim

Kisa devre,asin yuk ve asir akim korumal
Dahili sogutucu

%7100 tam guc testi

Yuksek guvenilirlik

Teknik Ozellikler

Features

Slim design

Constant voltage design

Protections: Short circuit / Over load / Over current
Cooling by free air convection

100% full load burn-in test

High reliability

Technical Specifications

Calisma sicakligi : -20°C ~ 50°C
Saklama sicakligr: -25°C ~ 50°C

53| iLED

Working temperature : -20°C ~ 50°C
Storage temperature : -25°C ~ 50°C
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Giic Kaynag | Power Supply

Ded

Dis Mekan Korumali Gig¢ Kaynagi

| Outdoor Protected Power Supply

Gerilim

Akim Ebat

Kod Kasa | 1P Cikis Gerilimi Giic i
Code Case Voltage P Output Voltage Current Power Size = M @
12V 1 AIP | Metal 110-220 VAC IP67 12 VDC 1,0A 12 W 85x58x38 C€E

12V 2 AIP | Metal 110-220 VAC P67 12 VDC 2,0A 24 W 85x58x38 . @
12V 3 AIP | Metal 110-220 VAC P67 12 VDC 3,0A 36 W 85x58x38

Plastik Kasa Glu¢ Kaynagi |

Plastic Case Power Supply

Kod Kasa Gerilim IP

Code Case Voltage P

12V1.6A | Plastik | Plastic 100-240 VAC IP20
12V2AP Plastik | Plastic 100-240 VAC IP20
12V3AP Plastik | Plastic 100-240 VAC IP20
12V5AP Plastik | Plastic 100-240 VAC IP20
12V8AP Plastik | Plastic 100-240 VAC IP20

ikis Gerilimi Akim Gii ond [ L] ] (Hg]
gUTDET Voltage Current Povger ¥ M 'A
12 VDC 1,6 A 19,2 W €] () (=] PF)
12 VDC 2,0A 24 W
12 VDC 3,0A 36 W
12 VDC 5,0 A 60 W
12 VDC 8,0A 96W

Ozellikler

IP 67 koruma sinifi (Dis mekanlar icin)
Sabit gerilim

Kisa devre, asir yuk ve asirt akim korumali
%100 tam gUcg testi

Yuksek guvenilirlik

Features

IP 67 protection class (For outdoors)

Constant Voltage design

Protections:Short circuit/Over load/Over current
100% full load burn-in test

High Reliability

Teknik Ozellikler Technical Specifications

Calisma sicakligi : -20°C ~ 50°C
Saklama sicakligr: -25°C ~ 50°C

?ll(er
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Working temperature : -20°C ~ 50°C
Storage temperature : -25°C ~ 50°C
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Giic Kaynagi | Power Supply JINBO

Power Supply

JINBO Dis Mekan Korumal Gii¢ Kaynag | JINBO Outdoor Protected Power Supply

Kod Kasa Gerilim IP ikis Gerilimi |Akim G Verimlilik Ebat o [ L1 g
Code Case Voltage IP gutpﬁt Voltage Current Povger Efficiency Size @
J12V1.67AIP Metal 170~250 VAC P67 DC 12 VDC 1.67 A 20 W >84% 180x28x20 @
J12V2.5AIP Metal 170~250 VAC P67 DC 12 VDC 25A 30 W >84% 200x28x20

J12V3.3AIP Metal 170~250 VAC IP67 DC 12 VDC 3.33A 40 W >84% 232x37x25

J12V5AIP Metal 170~250 VAC P67 DC 12 VDC 5.0A 60 W >84% 195X52X35

J12V8.3AIP Metal 170~250 VAC IP67 DC 12 VDC 8.3A 100 W >84% 202x71x45

J12V12.5AIP Metal 170~250 VAC P67 DC 12 VDC 125 A 150 W >86% 244X71x45

J12V16.6AIP Metal 170~250 VAC IP67 DC 12 VDC 16.6 A 200 W >86% 215x127x59

Kompakt boyut, aliminyum govde Compact size, aluminium housing
LED’ler igin yUksek verimli profesyonel IC High efficiency professional IC for LED
Genis giris gerilim araligi(170~250VAC) Wide input voltage range (170~250VAC)
Stabil sabit gerilim ¢ikisi Stable constant voltage output

Slper sogutma tasarimi, uzun éGmr Super cooling design, long life span
Asir yUk/kisa devre korumasi QOverload/short circuit protection

Teknik Ozellikler Technical Specifications

AC giris gerilimi: 185~265V / 47-63 Hz AC input voltage: 185~265V / 47-63 Hz
YUksek sicaklik korumasi: +60°C Qver temperature protection:+60°C
Koruma sinffi: IP67 Protection class: IP67

Calisma sicakligi: -30°C ~ 50°C Working temperature:-30°C ~ 50°C
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LED Tap | LED Tube

Ded

Kod | Duy
Code | Socket
6204 | T8
6205 | T8
6214 | T8
6215 | T8

LED Tap [ LED Tube

Color
Soguk Beyaz | || 9W

Renk | Gug

Gerilim

Power | Voltage

85-264 VAC

Sicak Beyaz | || 9W 85-264 VAC
Soguk Beyaz | | | 18W | 85-264 VAC
Sicak Beyaz | ||18W | 85-264 VAC

Ozellikler

Isik Akisi Dalga Boyu
Luminous Flux | Wavelength/CCT
750 Im 6000-6500 K
650 Im 2700-3300 K
1500 Im 6000-6500 K
1400 Im 2700-3300 K

i ey ) ]
180° |70
180° |70
180° | >70
180° |70

Features

3014 SMD LED’li LED Tup

Homojen 1sik dagilimi

Kamasma ve gurultt icermez
Starter ve balast kullanmadan geleneksel aydinlatma ile degistirilebilir
MUkemmel yalitim &zellikli aliminyum gévde

25.000 saate kadar 6mur

Sabit akim ile LED’ler verimli sekilde korunmaktadir

UV ve IR icermez

Teknik Ozellikler

LED Tube with 3014 SMD LED

Homogeneous light distribution

No glare, no noise

As replacement of traditional tube without starter and ballast
Aluminium housing with excellent insulating property

Life span up to 25,000nours.

LED efficiently protected by constant current power

No UV or IR radiation

?il(er
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Technical Specifications

Giris gerilimi: 100-240V ~ 50/60 Hz Input Voltage: 100-240V ~ 50/60 Hz
Gug faktort(PFC): %90 Power Factor(PFC): %90
Ters polarite korumasi Reverse Polarity Protection
Kisa devre korumasi Short Circuit Protection
Teknik Cizim | Technical Drawing
6204-6215 340
= = ol
= — &
|_ 1200,0 _|
34,0
= = o
= - g
l_ 60 @ _|
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LED Ampul

LED Bulb

Kod
Code

TWE2760
7TWE2735

E27 LED Ampul | E27 LED Bulb
Duy | Giic Esdeger | Gerilim Isik Akisi Dalga Boyu Dim |Aci | CRI | Omiir 6Igii oound @
Socket] Power | Equivalent | Voltage Luminous Flux | Wavelength/CCT | Dim Angle | CRI | Lifetime | Slze a SR pAN
W B60W 100-220 VAC | 550 Im 6000~7000 K X 180° [ =70 |25,000 |@70*120
W B60W 100-220 VAC | 490 Im 2900~3200 K X 180° | =70 |25,000 |@70*120

Ozellikler

90-100 Im/W’a varan verimlilik

Enkandesan lambalarin yerine kullanilabilir
Civa,UV ve IR icermez

Aninda takilip ¢alistirlabiime, %100 i1sik gikis

Teknik Ozellikler

Features

Efficiency up to 90-100 Im/W

Efficient replacement for incandescent lamps
Mercury free, no UV and IR radiation

Instant on, 100% light output

Technical Specifications

57| ILED

Giris gerilimi:220-240V ~ 50/60 Hz
Ampul sekli: ABO

Duy: E27

Omiir: 20.000 saat

Input voltage: 220-240V ~ 50/60 Hz
Bulb shape: ABO

Socket: E27

Lifetime: 20.000 h

Teknik Gizim | Technical Drawing
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GU10 LED Spot

GU10 LED Spot

Kod

Code
5WGU1060
5WGU1030
7TWGU1065
7WGU1030

GU10 LED Spot | GU10 LED Spot
Duy |Renk Dalga Boyul Giic | Esdegeri | Gerilim Isik Akisi Dim | A¢i | CRI| Omiir
Socket| Color Wavelength | Power | Equivalent | Voltage Luminous Flux | Dim | Angle | CRI | Lifetime
GU10 | Soguk Beyaz | | | 6000-7000 K | 5W 50W 100-220 VAC | 490 Im X 60° >75 | 25,000
GU10 | Sicak Beyaz | | | 3000-3500 K | 5W 50W 100-220 VAC | 400 Im X 60° >75 | 25,000
GU10 | Soguk Beyaz [ | | 6000-7000 K| 7W B60W 100-220 VAC | 590 Im X 60° >75 | 25,000
GU10 | Sicak Beyaz | | | 3000-3500 K| 7W B60W 100-220 VAC | 460 Im X 60° >75 | 25,000

Olcii

Size
@50x73mm
@50x73mm
@50x87mm
@50x87mm

e (][] [ [c¢] (&3] ] ]

Features

Ozellikler

Dustk enerji tiketimi

Kolay degistirilebilir yapi

Govde materyali: Aliminyum alagim
Civa,UV ve IR icermez

Teknik Ozellikler

Low power consumption

Drop-in replacement lamp easy to fix
Housing material: Aluminium alloy
Mercury free, no UV and IR radiation

Technical Specifications

?ll(er
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Giris gerilimi:100-220V ~ 50/60 Hz
Ampul sekli: MR16

Duy: GU10

Net agirik: 80g

Input voltage: AC100-220V ~ 50/60 Hz
Bulb shape:MR16

Socket: GU10

Net weight: 80g

Teknik Gizim | Technical Drawing

5WGU1060

7WGU1065

iLED
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Yuvarlak LED Panel ‘ Round LED Panel ?led

ince Yuvarlak LED Panel

| Round Slim LED Panel

Kod Kasa | Renk Dalga Boyu | Giic | LED Tipi |Isik Akisi | Acl | CRI |Omiir |Olcii
Code Case | Color Wavelength/CCT | Power | LED Type | Luminous Flux | Angle | CRI Lifetime | Size
YS4W465 4” Soguk Beyaz [ | | 6000-6500 K 4 W SMD2835 | 360 Im 110° | =80 25,000 | ®95*30mm ®80mm
YS4W430 4” Sicak Beyaz [ | | 3000-3500 K 4 W SMD2835 | 320 Im 110° | =80 25,000 | ®95*30mm ®80mm
YS10W665 | 6” Soguk Beyaz [ | | 6000-6500 K 10W SMD2835 | 540 Im 110° | =80 25,000 | ®145*30mm 125mm
YS10W630 |6~ Sicak Beyaz [ ] 3000-3500 K 1ow SMD2835 | 480 Im 110° | =80 25,000 | ®145*30mm 125mm
YS14W865 | 8” Soguk Beyaz [ | | 6000-6500 K 14 W SMD2835 | 720 Im 110° | =80 25,000 | ®190*30mm ®165mm
YS14W830 |8~ Sicak Beyaz | | | 3000-3500 K 14 W SMD2835 | 640 Im 110° | =80 25,000 | ®190*30mm ®165mm
YS18W1065 | 10” Soguk Beyaz | | | 6000-6500 K 18 W SMD2835 | 900 Im 110° | =80 25,000 | ®240*30mm ®215mm
YS18W1030 | 10” Sicak Beyaz [ | | 3000-3500 K 18W SMD2835 | 800 Im 110° | =80 25,000 | ®240*30mm ®215mm
Y
&
Ozellikler Features
Esit isik dagilimi Equal light distribution
Arka kenar aydinlatma Up lighting at the back edges
Geleneksel armattrlerden %65 daha az guc harcar %65 less power consumption than traditional luminaire
UV ve IR icermez No UV or IR radiation
Teknik Ozellikler Technical Specifications
Koruma sinifi: 1IP20 Protection class: IP20
Calisma sicakligi: -20°C ~ 45°C Working temperatures: -20°C ~ 45°C
Saklama sicakligi:-30°C ~ 60°C Storage temperatures:-30°C ~ 60°C
Teknik Gizim | Technical Drawing
@240.0
2190.0
@215.0 2145.0
2165.0 p
@125.0
280.0
)
[50.0
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LED Panel ‘

LED Panel

(IHLY

SAMSUNG LED

Code
SP3030CW
SP3030WW
SP30120CW
SP30120WW
SP6060CW
SP6060WW
SPB0B6ONW

2167

SAMSUNG LED Panel

LED Markasi
LED Brand
SAMSUNG
SAMSUNG
SAMSUNG
SAMSUNG
SAMSUNG
SAMSUNG
SAMSUNG

SAMSUNG

Ozellikler

Renk

Color

Sogduk Beyaz | |
Sicak Beyaz | |
Soguk Beyaz | |
Sicak Beyaz
Soguk Beyaz | |
Sicak Beyaz | |
Natural Beyaz | |

RGB qp

| SAMSUNG LED Panel

Giic
Power
18W
18W
36W
36W
36W
36W
36W

36W

Isik Akisi
Luminous Flux
1350 Im

1250 Im
2700 Im
2600 Im
2700 Im
2600 Im
2650 Im

2500 Im

Dalga Boyu
Wavelength/CCT
5700-6300 K
2900-3200 K
5700-6300 K
2900-3200 K
5700-6300 K
2900-3200 K
4000-4500 K
R 615-630 nm
G 515-535 nm
B 465-480 nm

Aci
Angle
120°
120°
120°
120°
120°
120°
120°

120°

Features

CRI
CRI

>80
>80
>80
>80
>80
>80
>80

>80

Omiir

Lifetime
25,000
25,000
25,000
25,000
25,000
25,000
25,000

25,000

Olcii

Size
30cm*30cm
30cm*30cm
30cm*120cm
30cm*120cm
60cm*60cm
60cm*60cm
60cm*60cm

60cm*60cm

[0 [ [ce] 3] [ ]

GOmme / Duvar / Tavan / Asma LED Panel

Esit sk dagiimi

SAMSUNG 5630 LED aydinlatma kaynagi
Ultra ince dizayn (sadece 7.5 mm)

Aluminyum gdvde sayesinde mikemmel isi kontrolU
Geleneksel downlight ile degistirilebilir
UV ve IR icermez

Teknik Ozellikler

Recessed (lay in) / Wall / Celling / Suspended LED Panel Light
Equal light distribution
SAMSUNG 5630 LED as lighting source.

Ultra-thin LED panel which is ONLY 7.5mm thickness
Aluminium material housing with excellent heat control
As a replacement of traditional downlight

No UV or IR radiation

Hz Koruma sinifi: Il

Baglanti Semasi | Connection Diagram
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Technical Specifications

Safety class: |l

Teknik Cizim | Technical Drawing

SP3030CW-2167
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Difuzor

Diffuser

¢« Luminit

SHAPING LIGHT AS NEEDED

60°x0 DIFFUSER

60°x1 DIFFUSER

61| LUMINIT

Malzeme Kalinlik Ebat
Materia Thickness Size
Polikarbon / Polycarbonate 0.254 mm En:55,88 cm
Boy: 300 m
Polikarbon / Polycarbonate 0.254 mm En:55,88 cm
Boy: 300 m

Yiksek verimlilikte isik gecirgenligi (%92’ye kadar)
Isik glcunl kaybetmeden isik agisi kontrolU
Simetrik, asimetrik aci kontroll

Yumusak golge gecisleri

Patentli teknoloji

Homojen diftizérlerde 0.5° den 100° ye aci secenegi
Eliptik diftizérlerde 1°~60° x 10°~95° aci araligi

Nem : >95% + 5% RH @ 24 saat

-30°C’den 80°C’ye kadar calisma sicakligi @240 saat
Rulo genigligi: 55.88 cm, rulo uzunlugu: 300 m
400nm’den 1500nm’ye kadar dalga boyu araligi

ic ve dis mekan aydinlatmalarda
Mimari isiklandirmalarda
Wallwasher imalatlarinda
Downlight armatUrlerde
Degistirilebilir modullerde
PAR38 ve A19 lambalarda
Reklam uygulamalarinda

|A<;| Ozellik Gegirgenlik @
Angle Feature Transmissior e

60°x0° Homojen/Homogen | 92%
60°x1° Eliptik/Elliptical 92%

High transmission efficiency (up to 92%)

Light beam angle control without losing luminous
Symmetric, asymmetric beam control

Soft shadows

Patented technology

Homogenized diffuser 0.5° to 100° angle range
Elliptical diffuser 1°~60° to 10°~95° angle range
Humidity: >95% + 5% RH @ 24 hour

-30°C to 80°C working temperature @240 hour
Roll width : 55.88 cm, roll length : 300 m
400nm t01500nm transmission spectral range

Indoor and outdoor lighting
Architectural Lighting
Wallwasher manufacturing
Downlight fixtures
Replacement modules
PARS8 and A19 lamps
Advertising applications
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